
"~NAS AD-A248 637 )
NAE ill I ll II Il i 1 I
IQM

Life Prediction Methodologies
for Composite Materials

OTIC
APR I 5 199L

Approyva% sub1egmW
, tibu t n, Um I

National Materials Advisory Board
Commission on Engineering and Technical Systems
National Research Council REPRODUCED BY

U.S. DEPARTMENT OF COMMERCE
NATIONAL TECHNICAL

INFORMATION SERVICE92 4 13 110 SPRINGFIELD, VA 22161
SINIIUI I Slil a I liei i

III



NATIONAL RESEARCH COUNCIL
COMMISSION ON ENGINEERING AND TECHNICAL SYSTEMS

NATIONAL MATERIALS ADVISORY BOARD

The purpose of the National Materials Advisory Board
is the advancement of materials science and engineering in the national interest.

CHAIRMAN PAST CHAIRMAN

D~r. Jarnes C'. Williamns D~r. Bernaird H1 Rear(icneral Mjanager Chairman. Derit. olt Mechanics andi
M aterials 'tech nologp La:boratories Nlateriatk ScienceMail D~rop #Xi C'olleg'e of' Engtineering
(General Electric ('onipan% Ruizers LInis ersit%
I Neumnann WaN P,.0. Bos\ 109
Cincinnati. OH 4i'-15 -6r301 Piscat a\. N4.l1)XS~9

MEMBERS

i. Norber t S BarD ii r lr 'ank E'. larnerson D~r. Joseph L.. PentecostH agop Rewsoik ian As istt Prourarn NI ,niee ProfessorPrit'essi r tit C ons is t ion L .s, Ad\ s Batters\ ( 'nsiit[min Sc hoot of Material E ;ngzinfee ringlNess York t ni rsift, Ads anced Fringneering Staff' Georgia Insmtitute ofit' echnolo:(Onsets aiion Ceinter oit the (,\, Flectri c Vehicles Atlanta. GA 303312Institute tt Fi Art, Genecral Mlootr Research 1 .ibiratirries(4 lastj th Street 3000 Mound Road. lFnQ BIde& iW-EN Pt Dr. John P. RiggsNess N ork. M\ 100.i %arren.NMl 48090) Vice President. Research Dis ision
Hoechst C ilaniese (iiirporatiiinMIr Robert R. Beebe Dir. Melsin I . Ranninen 86 Moirr is AicenueConsultant Proirant lDirector Ineiinering. Mechanics Sliift NJ I t79tttP.O. Bo\ 471014 Soiiihsuest Research tusliniteSan I- itciscii. ('A 9-; 147-t034 6'20t Ciulebra Road tr. Mamsne L.. Saiti/

P) (1. lDra\%er 'S"10 tDii.ctiitI Ii I Melsin Bernsteei S.n Anionuo. 1A 82S4 6i in tt C .rauntic 'oniponens ti~isison\[N ic iresde nI for its. Sciece Allied-Signal Aerospace C'ompan\and I chiilies Dir. Rona~ld NI. t alattisiin 198MK Siuith Van Ness AserueBlloi Hall iriilessi ot' N'imerials Science Tiance. ('A 901)liits t nis ersits & F rtcttkli in
Nledlord. NI \ 6121i (Riiint 'i t) r. Dt~ae F. Stein

Mtassac hitlts Intstitute of PresidenttDr I rank W, ( 'iissrnatt I echnoliig Michigan Technological Lnis ersims,t)iiectir. Materials Science 'arnbi de NIA Ni2 13 14W0 'totnsend t)ris'eLockheed l'alii Altti Research ILubirators H'oughtont. Ml 49931-t2195I Irgani/atitin 93011. Building 21 Ili' Robi A. LNidise12 IIantise r Strteet tDuriIu ' i dtntuai r. E:arl R. 'Thonipsun
Palo Alto. ('A 94104 ( heinusit Resetch t abimratiir Assistant tDirector of Research for

Rooit I N 164 Materials 'technirlossDit limnes A, ord Al.\ & I Bell t ubotatories C nited 't1echnologies Research ('enlt( insuultint Nlinrma\ Hill. N.1 0-9-4 Sifser L~aneitt Jiudith lDrise E ast Htartford. C''T IlitloSJlohns.. ('its.'IN 7 604 tDr. tDonald R . Patid
Nielsun H. Geri/ Regents ('hair NMAB STAFFDr Riibert I', (ireen, h. iii ( 'henical Engineering

lDiecttm ot' ('entei Itir ND1F' l)i'ectuir. ('enter for Poiu er ResearchProfessor. Materials Science D~ept. tepartmntn of* (hemical Engineering R NI. 1st tlsk '. irector'Jomhns Hoipkins ('rntserits I. 'niserst of 'texas Mar\ Brittain. Admn. OfficerBaltimore. Ml) 21218 Anii. IA 78712 2101 Constitution Ave.. NWK
WVashington. DC' 20418



DISCLAIMU NOTICE

THIS DOCUMENT IS BEST
QUALITY AVAILABLE. THE COPY
FURNISHED TO DTIC CONTAINED
A SIGNIFICANT NUMBER OF
PAGES WHICH DO NOT
REPRODUCE LEGIBLY.

K .. , an a n u~n l



REPORT DOCUMENTATION PAGE Form AAovod
R EOMB No. 0704-0188

p~j Un 6 arnme we msU em a mmmmm a mm a meiqe I maw inSU am me~ me un wminll mmm. m mam m gm u

ffmmuO m m a mini. am arig m" m n V. Gmn a rummi. Sae inflamg min m w m mm a o amam.

m munm W -uiW -Aulw. a w-I mm a--- See 0.6mmI w UUnn Imls Uw A 21U jsmm a ul Numw. 1s215 J3 AnnM6L
VA 2 =.4.8 mt. 03maI MamuiWU aDiW PMU W n kedn ma w .oU. inmimipaM DC2H

1. AGENCY USE ONLY (Leave b/ank) 2. REPORT DATE 3 REPORT TYPE AND DATES COVERED

October 1991 One of a series-
1 02/01/89 - 01/31/92

4. TITLE AND SUBTITLE 5 FUNDING NUMBERS

Life Prediction Methodologies for Composite Materials
MDA903-89-K-0078

6. AUTHMoR(S)
Committee on Life Prediction Methodologies for

Composite Materials

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) L PERFORMING ORGANIZATION

National Materials Advisory Board 
REPORT NUMBER

National Research Council NMAB-460
Washington, DC 20418

9. SPONSORING"MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSORINGAIONITORING

Department of Defense/National Aeronautics and Space AGENCY REPORTNUMBER

Administration
Washington, DC 20301

11. SUPPLEMENTARY NOTES

12a DISTRIBUTION/AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE

Approved for Public Release
Unlimited Distribution

13. ABSTRACT (Maximum 200 woras)

The committee assessed the methodologies used for the life prediction of organic

composites utilized in load-bearing applications. The study is a state of the art

survey of composites technology and life prediction methodologies for fiber-
reinforced polymer composites under various loading conditions. Conclusions and

recommendations are presented for future research and development to aid in the

development of reliable life-prediction methods that allow the safe and predictable
application of organic matrix composites in load-bearing structures.

14. SUBJECTTERMS is. NUMBER OF PAGES

Life Prediction, Methodologies, Organic Matrix, Composites,

Aerospace Structures, Composite Technology 16 PRICECOOE

I?. SECUMITY CLASSIFICATION I. SECURITY CLASSCATION 19. SIECURITY CLASUlPICAI1ON 2. UITATION OF
OF REPORT OF THIS PAGE OF ABSTRACT ASiRACT

Unclassified Unclassified Unclassified None

.- 7um 21 OWmm .m40
0,iownM V& Mis



Life Prediction Methodologies for Composite Materials

Report of the Committee on
Life Prediction Methodologies for Composite Materials

National Materials Advisory Board
Commission on Engineering and Technical Systems

National Research Council

NMAB-460 F
National Academy Press " r

1991

Di ast mi aii n



NOTICE: The project that is the subject of this report was approved by the Governing Board of
the National Research Council, whose members are drawn from the councils of the National
Academy of Sciences, the National Academy of Engineering, and the Institute of Medicine. The
members of the committee responsible for the report were chosen for their special competencies
and with regard for appropriate balance.

This report has been reviewed by a group other than the authors according to procedures
approved by a Report Review Committee consisting of members of the National Academy of
Sciences, the National Academy of Engineering, and the Institute of Medicine.

The National Academy of Sciences is a private, nonprofit, self-perpetuating society of
distinguished scholars engaged in scientific and engineering research, dedicated to the furtherance
of science and technology and to their use for the general welfare. Upon the authority of the
charter granted to it by the Congress in 1863, the Academy has a mandate that requires it to
advise the federal government on scientific and technical matters. Dr. Frank Press is president of
the National Academy of Sciences.

The National Academy of Engineering was established in 1964, under the charter of the
National Academy of Sciences, as a parallel organization of outstanding engineers. It is
autonomous in its administration and in the selection of its members, sharing with the National
Academy of Sciences the responsibility for advising the federal government. The National
Academy of Engineering also sponsors engineering programs aimed at meeting national needs,
encourages education and research, and recognizes the superior achievements of engineers.
Dr. Robert M. White is president of the National Academy of Engineering.

The Institute of Medicine was established in 1970 by the National Academy of Sciences to
secure the services of eminent members of appropriate professions in the examination of policy
matters pertaining to the health of the public. The Institute acts under the responsibility given to
the National Academy of Sciences by its congressional charter to be an advisor to the federal
government and, upon its own initiative, to identify issues of medical care, research, and
education. Dr. Stuart Bondurant is acting president of the Institute of Medicine.

The National Research Council was organized by the National Academy of Sciences in
1916 to associate the broad community of science and technology with the Academy's purposes of
furthering knowledge and advising the federal government. Functioning in accordance with
general policies determined by the Academy, the Council has become the principal operating
agency of both the National Academy of Sciences and the National Academy of Engineering in
providing services to the government, the public, and the scientific and engineering communities.
The Council is administered jointly by both Academies and the Institute of Medicine. Dr. Frank
Press and Dr. Robert M. White are chairman and vice chairman, respectively, of the National
Research Council.

This study by the National Materials Advisory Board was conducted under Contract No.
MDA903-89-K-0078 with the U.S. Department of Defense and National Aeronautics and Space
Administration.

This report is available from the Defense Technical Information Center, Cameron Station,
Alexandria, VA 22304-6145.

Printed in the United States of America.



ABSTRACT

The committee assessed the methodologies used for the life prediction of organic
composites utilized in load-bearing applications. The study is a state of the art survey of
composites technology and life prediction methodologies for fiber-reinforced polymer composites
under various loading conditions. Conclusions and recommendations are presented for future
research and development to aid in the development of reliable life-prediction methods that allow
the safe and predictable application of organic matrix composites in load-bearing structures.
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PREFACE

As a result of continuing apprehensions in the United States about the life
characteristics of composites and to realize the full benefits of composites use, the Department of
Defense and the National Aeronautics and Space Administration (DOD/NASA) requested that the
National Materials Advisory Board convene a committee to review current life prediction
methodologies for composite materials and recommend the research directions with highest
potential.

The committee found that despite the successful structural applications and demonstrations
of composite structure in the fixed wing and rotorcraft industry, U.S. aerospace management still
has strong misgivings about life characteristics of composite structure and the value of existing
life prediction methodologies. The primary concerns are that a missed, or misinterpreted, failure
process could possibly lead to catastrophic failure; the required predictive technologies do not
exist; the predictive technologies, if they existed, would be too complex to permit designers to
devise efficient structures within time and financial constraints; and the required material and
structural characterization process would overwhelm the available resources.

A preliminary review of the status of composite life prediction methodology revealed a
significant technology base that has not been assimilated by the development and procurement
communities. Confronted by the conflicting views regarding both the fatigue sensitivity of
composite materials and the availability of life prediction methodologies, the committee initially
concentrated its efforts on gathering data to clarify the status of composites technology. Due to
the breadth of the composites field and the interests of DOD/NASA, the committee believed that
it could have the greatest effect by focusing on continuous-fiber-reinforced polymer-matrix
materials for high-performance vehicles.

The committee defined life prediction methodology for composite materials as a set of
procedures (or processes) and rules for attainment of an initial structural strength and retention of
strength over a specified length of time. Thus, a life prediction methodology for composite
materials is not a mathematical model (although it may include such models), but can be purely
empirical, as is the case with some structural certification methodologies currently in use. The
feature of our definition that is common to other methodologies is that it must be defensible by
means of the scientific method.

While the committee emphasized that a sound lifetime prediction methodology should be
based on an understanding of realistic failure mechanisms and modeling procedures that translate
such understanding into practical design tools, it also recognized alternative procedures for
achieving a life prediction methodology. Phenomenological methods of various types in use today,
along with comprehensive experimental procedures, were reviewed and considered in the
development of an outline of the type of model deemed desirable by the committee. The data
were accumulated progressively and at increasing levels of material and structure complexity. The
committee's findings are reported here, beginning with Background (Chapter 2), Constituents
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(Chapter 3), Unidirectional Composites (Chapter 4), Structural Materials and Elements (Chapter
5), and ending with Structural Response and Design Practice (Chapter 6). Once the data were
compiled, a collective committee opinion with respect to the status of life prediction methodology
emerged. The results of the committee's deliberations are presented in Conclusions and
Recommendations (Chapter 1).

The committee has not undertaken the task of defining the next composite material life
prediction design paradigm. A significant data base has been collected and analyzed and some key
issues and requirements for a new design paradigm have been established.

The committee would like to express its appreciation to Nozer D. Singpurwalla of George
Washington University for his input on statistical issues in life prediction methodologies for
composite materials. The committee also acknowledges with thanks the contributions of Robert
M. Ehrenreich, Staff Officer and Pat Williams, Senior Secretary to the project.

MAX E. WADDOUPS, Chairman
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EXECUTIVE SUMMARY

There is an urgent national need for the generalized use of organic matrix composites in
load-bearing applications. Organic matrix composites are generally stiffer and stronger on a unit
weight basis than conventional construction materials and have the potential for better fatigue
resistance, corrosion resistance, damage tolerance, design flexibility, and life-cycle cost reduction.
Weight savings through the use of composite materials and the attendant improved vehicle
efficiency and performance, is a technological advantage that is a determining factor in the
international sales of aircraft and other high-performance vehicles. Since 1979, six foreign
composite airframes and 10 major sets of airframe secondary components have been, or will
shortly be, certified by the Federal Aviation Administration (FAA). During this same period,
only three domestic composite airframes and 13 sets of airframe secondary components have been,
or are in the process of being, certified by the FAA. Clearly, the United States faces serious
competition in the development of advanced-technology commercial airframes and high-
performance vehicles.

The review of applications for composite structures by the Committee on Life Prediction
Methodologies for Composite Materials revealed that they can save weight and yield long life in
both demonstration and production components. Composite applications to date have been
designed to operate up to 4000 micro-in./in. strain in fixed wing and rotorcraft loading
environments. In the fixed wing industry, these structures function at this strain level sufficiently
beyond lifetime design goals to suggest that the need for life prediction methodologies is not a
critical issue. However, the committee also observed that aerospace management still has strong
misgivings about the life characteristics of composite structures and the availability of life
prediction methodologies. The primary concerns are that a missed, or misinterpreted, failure
process could possibly lead to catastrophic failure; the required predictive technologies do not
exist; the predictive technologies, if they existed, would be too complex to permit designers to
devise efficient structures within time and financial constraints; and the required material and
structural characterization process would overwhelm the available resources.

Due to the existence of conflicting views regarding the fatigue sensitivity of composite
materials and the availability of dependable life prediction methodologies, the committee initially
concentrated its efforts on gathering a supportable data base to clarify the status of composites
technology. The data base was accumulated progressively and at increasing levels of material and
structural complexity (i.e., constituents, unidirectional composites, structural materials and
elements, and structural response and design practice). Once the data base was compiled, the
committee reached a consensus concerning the paradigm deemed desirable for further
development of life prediction methodologies.
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The paradigm centers on the recommendation that composite materials should be modeled
at a level that reflects microstructural effects on strength and lifetime characteristics. The desired
modeling concept emerging from the research community is that composite material damage state,
damage growth, and strength can be determined by characterizing a small number of failure
modes, each of which may be modeled within a representative volume unit that contains the
failure process. These failure modes and related volumes are being defined at the research level
but are yet to be developed to the point where they would be of use to the production designer.
The potential to incorporate emerging tools (e.g., constituent materials characterization, failure
state characterization, failure process scaling, statistical characterization methods, large-scale
structural simulations, and simulated service environment characterization) leads to the
determination of three findings where new or intensified technical efforts could result in
significant gains, measurable in terms of both improved structural performance and increased user
confidence.

FINDING No. 1: REDUCTION IN POTENTIAL FOR STRUCTURAL FAILURE

The potential for failure of composite structures could be reduced by the completion of a
comprehensive analysis procedure that connects the understanding of basic local failure
mechanisms with overall structural failure. The committee has the following two
recommendations.

n Four areas of research where further efforts should be concentrated to produce the
technology required are completion of analytical and experimental efforts to define the strength
and lifetime characteristics for the axial fiber direction compression fatigue failure mode;
completion of analytical and experimental efforts to understand failure mode coupling through
structural collapse; development of simplified design and analysis procedures to permit failure
mode characterization techniques and design rules to be introduced into vehicle design at the
predesign level; and use of the failure mode characterization strategy to provide designers with a
balanced view of emerging materials such as thermoplastic matrix composites. Completion of this
research effort and formulation of design, analysis, and test procedures based on this work will
reduce the magnitude of the total task and yield a greater degree of success at the application
level.

w The representative volume element analysis, coupled with sufficient proof that the
failure process list is exhaustive, must be properly packaged to instill greater confidence in
producers and users, and cause increased use of composites for structures.

FINDING No. 2: RECOVERY OF LOST PERFORMANCE

The full potential of composites in high-performance vehicles could be attained with the
development of new design rules, but current design practices for composites are based on
traditional material forms (i.e., tape, fabric, and roving). Also, since specific knowledge of the
lifetime characteristics of composite materials has progressed faster than design practice, great
opportunities exist for product improvement. The committee developed the following
recommendations.

n Opportunities for product improvement and cost reduction exist through broader
consideration of materials forms (e.g., three-dimensional preforms, pultrusions, preplied cross-
plied tape, and braiding). This broader view of composite materials must be included to influence
the failure mode characterization research effort.
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a The loss in performance of composite designs can be recovered by coupling the
material with a structural design methodology such that the secondary failure modes are removed
while maintaining the high-efficiency, fiber-dominated pe rformance.

FINDING No. 3: REDUCTION IN RESOURCES NEEDED FOR CHARACTERIZATION

The formulation of analyses for composite structure based on failure mode characterization
could reduce the scope of testing required to develop and certify composite structures and instill
greater confidence in them. Number, size, and complexity of test specimens could be reduced by
defining specimens to test each minimal representative volume element; using damage
characterization for each specimen to maximize the information from each test; relating damage
state to property changes within the test objectives (e.g., strength or stiffness); using statistical
characterization at the representative volume unit level; and relating the spectral content of each
test to the user spectra. The committee's recommendation is as follows:

w To reduce the effort required to develop a component, the scope of the life prediction
process must be narrowed to specific failure modes and the development of techniques must
concentrate on mapping between material systems.

Accomplishment of these recommendations should satisfy the conditions required for the
expanded application of composite materials. Increased and more effective use of composite
materials will produce, by means of improved vehicle performance, an improved capability for
the United States to remain internationally competitive in the production of high-performance
vehicles.



CONCLUSIONS AND RECOMMENDATIONS

On the basis of the data accumulated for this report, the committee reached a consensus
concerning the emerging paradigm deemed desirable for the further development of life
prediction methodologies. The resulting methods are a reality in the sense that they are supported
by research results. Applications engineers are aware of the new methods, but significant efforts
are required to complete the models for each failure mode and to implement new design and
analysis techniques in a format amenable to product design. An overview of the consensus model
follows.

RECOMMENDED LIFE PREDICTION MODEL

While the number of new material systems and permutations of those materials in
application-specific forms is bewildering, the resulting application-specific forms exhibit a
limited number of critical local-strength and fatigue failure modes. These failure modes have
been identified as fiber bundle axial failure, matrix microcracking, interlaminar disbonding, and
local compressive instability. Each of these failure modes is associated with a representative
volume of the composite that contains the failure region, and each occurs throughout the material
in a dispersed fashion. Each mode has been found to exhibit a distinct subcritical growth
mechanism and rate, and each also has an equally distinct instability process, both in terms of
failure mode and structural criticality. The recommended concept for lifetime modeling is to
evaluate both the accumulation of subcritical damage from each mode and the interaction of
modes as dispersed throughout a structure; to determine the change in local properties resulting
from the subcritical damage; and to assess the effect of the total distributed damage upon the
functional integrity, stiffness, and strength of the structure. While stiffness will monotonically
decrease as new surface area is created by means of subcritical damage, strength has been
demonstrated to increase or decrease depending upon the material and structural configuration.

This model has been utilized in varying forms by many investigators over the years, and
substantial progress has been made in dealing with limited laminate classes and loading conditions.
The interaction of benign modes (e.g., transverse cracking) and potentially dangerous modes (e.g.,
fiber tension, compression, and delamination) is less well developed in the sense of impact upon
structural, functional integrity.

Much remains to be done to extend this type of modeling to the case of general material
environmental loadings and possible critical failure mechanisms. Furthermore, even successful
completion of the general models would result in a deterministic representation of life for a
process that is known to be stochastic with large variances. It should also be noted that the
attention that has been given to various failure mechanisms, laminates, and environmental loads

5
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conditions has largely been driven by existing materials. The relative importance of various
failure mechanisms may very well be different when new materials are developed. In fact, the
specific knowledge derived from existing materials could well drive the development of new and
highly fatigue-resistant materials, even with respect to benign failure modes. Despite the
limitations in the model that are largely due to the state of development, the committee forecasts
significant benefits to be derived from changing the technical point of view to one that captures the
impact of microstructure on the strength and lifetime characteristics of composite materials.

TECHNICAL OPPORTUNITIES

Since new and specific knowledge of the lifetime characteristics of composite materials has
progressed faster than design practice, new opportunities for product improvement and
certification now exist. Three technical opportunities were identified where new or intensified
research efforts could result in improved structural performance and increased user confidence.

Reduction in the Potential for Structural Failure

The committee agreed that the potential for failure of composite structures could be
reduced by the completion of a comprehensive program that connects the understanding of basic
local failure mechanisms with overall structural failure. Four areas of research have been
identified for which further efforts should produce the technology required. They are:
completion of analytical and experimental efforts to define the strength and lifetime
characteristics for the axial fiber direction compression fatigue failure mode; completion of
analytical and experimental efforts to understand failure mode coupling through structural
collapse; expansion of the failure mode characterization efforts to provide a basis for
understanding the effects of thermal and chemical environments; and use of the failure mode
characterization strategy to provide designers with a balanced view of emerging materials, such as
thermoplastic-matrix composites. Within each of the four areas of research, there are specific
problem areas that require high priority.

Axial fiber direction compression fatigue is the least understood failure process in a
composite. Mechanistic models have not been correlated for this mode. Since the logarithmic
slope of repeated-load strength reduction data is low for this process and the ability to carry
compressive load is critical in many aerospace applications, it is of the highest priority for future
investigation.

Although most failure modes have been modeled, modeling of failure mode coupling
through structural collapse has not been demonstrated for significant structures. This technology
should be emphasized because it is one of the most critical steps toward gaining designer and
management confidence in the technology. To date, failure mode growth and failure mode
coupling remain complex research-oriented tools. As the tools are used, insight derived from
examination of test problems should permit generation of simplified techniques (including design
rules for simultaneous material and structure design) that are amenable to incorporation into
preliminary design. Analysis techniques need to be further developed that, by failure process,
relate coupon data to full scale structure. Further understanding of the effect of damage and
damage scale on structural response should help remove many current correlation problems
between coupons and structure, such as compression strain failure after impact of coupons being
significantly lower than that for structural elements; fatigue life curves changing slope as coupon
geometry changes; wide coupons failing at longer fatigue lives than narrow coupons because edge
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induced delamination stops growing; and fatigue damage that leads to failure, starting in the
center of large unnotched panels and not at the edge as in narrow coupons.

The environment, for purposes of life prediction for composite materials, includes those
factors that impact service life to the first order. To different degrees for different composite
materials, the environment includes mechanical, thermal, and chemical "loads." Significant efforts
resulting in a sorting of relative weights for the composite material life capacity for components
of the environment were found at the materials level (Chapter 2). The same sorting was also seen
at the structural level (Chapter 5), in terms of both analysis and test efforts, and concerns.
Because of the time taken to achieve and technically accept understanding of composite damage
and damage growth, the development of the understanding of the coupling of environmental
effects on composite life characteristics has lagged. It is recommended that research be conducted
to begin to understand the chemical and thermal environmental effects on specific failure modes.
This work must include appropriate physical damage characterization, coupled with environmental
exposure, and should culminate in combined effects damage growth simulation and modeling.
Environmental effects characterization must also include a deliberate and quantitative
understanding of the effects of time on the failure processes, which is especially important for
understanding thermoplastic resin and pressure vessel applications.

Despite the excellent static toughness of thermoplastic matrices, data indicate that the
time-dependent properties (e.g., crack growth rates, tearing energy reduction with fatigue cycles,
and creep) will result in poor lifetime characteristics. Further characterization and study of the
impact of the time-dependent properties of thermoplastic matrices on lifetime characteristics of
thermoplastic-matrix composites should be undertaken before aerospace applications are
expanded.

Although the new modeling methods can be used to reduce the potential for structural
failure and to increase confidence in the structures produced, the ultimate role of life prediction
methodology is the inversion of the analysis: to develop design rules to guide material and
structural configuration selections that will have long failure-free operating lifetimes.

Recovery of Lost Performance

Current design rules based on now traditional material forms are too restrictive for life
optimization of composite designs. Today's designs preclude three-dimensional material forms,
restrict laminate orientations, treat notched strength by "brute force" reduction in strain, reduce
strain to compensate for transverse or interlaminar failure processes, and group plies to optimize
producibility. These restrictions have led to applications with marginal structural efficiency
payoff. It is the consensus of the committee that the lost performance is recoverable by coupling
the material and structural design such that the secondary failure modes can be minimized while
maintaining high-efficiency, fiber-dominated performance. The understanding of failure process
needed to accomplish this goal is either already available or is rapidly emerging in the scientific
literature. However, organizing the data in a form tractable to designers is yet to be
accomplished.

The payoff from coupled materials and structure design is to raise structural efficiency
and accomplish damage containment efficiently early in the design process. To this end, the
committee recommends the development of simple analytical models that allow- prediction of
whether damage will grow under static loads; understanding of damage containment mechanisms;
and prediction of material forms and lamination sequences that give the most advantageous stress
states.
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It is recommended that a simultaneous material-structural design process, based on
understanding the critical failure mode concept, be used in the design and testing of structural
components. These efforts should be integrated from the materials through structural test
functions. Demonstration structures will provide the basis for both the next-generation
production hardware and design technique.

Accumulation and organization of the data required to design and certify a structure do
not have to overwhelm the design process. By means of narrowing the scope of the life prediction
process to specific failure modes and concentrating development on techniques to map between
material systems, the effort required to develop a component can be reduced.

Reduction in Resources Needed for Characterization

Tailoring characterization and development programs using metal structure paradigms has
resulted in resources being misapplied. Because of the limited number of distinct failure modes,
concentration on characterization by failure mode could greatly reduce the scope of testing
required to develop and certify composite structures. Five research efforts were identified by the
committee that would form the basis for actualizing a reduction in resources required for
characterization. The recommended efforts include definition of test specimens at the scale and
complexity of minimum representative volume units; use of damage characterization methods to
define specifically the physical damage process for each specimen; definition of the techniques
required to relate damage state to property changes; characterization of the statistical
characteristics of each process at the representative volume unit level; and definition of a program
to resolve, for each failure mode, whether life prediction under user spectra can be defined using
constant-amplitude data.

For the case of the most highly developed failure process, axial fiber tension, the scale of
the failure process has been demonstrated to be very small. For failures where fracture cleaves
fibers and the representative volume element is very small, strength has been shown to scale
through failure of very complex specimens that contain stress concentration, even including
mechanical fastening. Even in this highly developed case, the community, in general, does not use
the results to reduce the scale and complexity of materials characterization. The committee
recommends the conduct of research and experimental programs to define the relationship of
failure process and associated representative volume element scale to define minimal
characterization processes for the larger scale, and more complex failure modes, such as axial fiber
direction compression delamination and transverse cracking.

Specific knowledge of the damage state in the characterization tests forms the basis for
translation of the results to structures and formulation of a certification test. In the past, many
programs conducted life characterization without precisely defining damage state. The committee
recommends that the physical character of composite damage and damage growth be emphasized.
State of the art damage detection and characterization methods need to be incorporated in all
lifetime characterization programs. Life prediction is a poorly defined problem. Emphasis should
be placed on characterization of physical damage state or property changes, such as strength and
stiffness, all of which can be related to application performance requirements. There should be
increased emphasis on the incorporation of statistical representation of damage state and damage
growth into mechanistic models. The statistical character of a composite fatigue process is usually
a unique signature of the process and will be required to extend mechanistic models to unfamiliar
circumstances. Statistical correlation at the mechanistic level should provide a significant
opportunity to improve certification techniques.
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The capability to integrate successfully and analytically through complex load histories has
been demonstrated only for the case of interlaminar crack growth. For interlaminar crack growth,
power law matrix cracking can be characterized and analytically integrated using energy release
rate methods. The issue still exists as to whether constant-amplitude data are appropriate for
fatigue characterization in general. It has been demonstrated that the flaw growth rates in
laminates are altered by stress history. It should be noted that, while constant-amplitude testing
remains the load history of choice for laboratory work, structural characterization for certification
currently is based on random-amplitude testing for all of the federal agencies surveyed by the
committee. The committee recommends further emphasis of alternative environment
characterizations for laboratory efforts (e.g., random-amplitude testing using spectra that can be
easily scaled for spectrum changes by means of spectrum ratio-endurance relationships) to
circumvent the much larger problem of development of constant-amplitude data bases.

As an adjunct to the development of characterization procedures that conserve resources,
analysis procedures need to be developed and demonstrated that will correlate, by means of failure
modes, the translation of coupon data to structures. These demonstrations will further confirm
that appropriate changes in laboratory procedure can produce efficient and exhaustive composite
characterizations.

COMPETITIVE STATURE OPPORTUNITY

The early production commitments for composite demonstration hardware were made on
the basis of accelerating actualization of potential weight savings. Unknown problems had to be
addressed during the execution of these important first demonstration steps. Resolution of these
problems (i.e., sensitivity to impact damage and water absorption) was met by accepting lower
usable strengths as driven by schedule and funding constraints.

Current production commitments are being made on the basis of weight savings at a
demonstrated life capacity. Life capacity is determined by means of full-scale combined
environmental and load effects testing. Although expensive, these tests are producing confidence
in the use of composites in new applications. Broader applications to primary structure will
require reductions in the scale and scope of testing and a greater reliance on analysis together with
more aggressive use of the inherent strength and stiffness of composite materials.

Additional hardware application opportunities could be actualized by removing the
primary concerns of the aerospace management. The research community is on the threshold of
proof that composite failure modes are exhaustively characterized. The applications community
has achieved a heuristic understanding of the most subtle of the transverse cracking failure
processes and have begun to implement appropriate material design rules to reduce both flaw
development and environmental sensitivities by logarithmic amounts. With the single exception of
damage introduced by uniaxial compression loading, understanding of the failure processes is
sufficiently complete to sustain a new era of enhanced efficiency and life for composite structure.

Ameliorization of subcritical matrix cracking should result in life being limited by the
environmental stability of the constituent materials. In the case of epoxy resins, a decade and a
half of environment-exposure testing by NASA has shown epoxy matrix composites to have
excellent environmental resistance with no "hidden" long term failure processes.
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Proof that the failure modes characterized are exhaustive should remove the possibility of
a missed or misinterpreted failure process that could lead to catastrophic failure. Existence of the
analytical capability to relate coupon failures to structural failure should prove the existence of
the required predictive technologies. Simplification of the predictive technologies to design rules
applicable to preliminary design, should permit design of structures within time and budget
constraints. Implementation of a representative volume-unit- based characterization technology
should prevent the available resources from being overwhelmed. Accomplishment of the above-
cited technology developments should satisfy the conditions required for expanded composite
applications, and the increased utilization will produce, by means of improved vehicle performance,
an improved capability for the United States to remain internationally competitive in the production
of high performance vehicles.
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BACKGROUND

The intensive development of organic matrix composite materials for high-performance
structures has been under way for more than three decades. Throughout this period, the field of
advanced composite technologies has viewed the understanding of failure processes in composites
as an extremely important problem that requires further development. As early as 1967, a
National Materials Advisory Board report entitled Structural Design with Fibrous Composites
stated that government programs should experimentally pursue definitions of elastic, inelastic,
fatigue, and failure mode behaviors for composite materials. It was also recommended that such
experiments should "correlate the results of tests of comlonents, elements, and material specimens
and be closely coupled with a strong effort in theory and analysis" (National Materials Advisory
Board, 1968, p. 6). Twenty-one years after these recommendations, however, another National
Research Council committee concluded that the use of advanced organic composite materials in
produc";on aircraft structures has been extremely slow and that the lack of adequate life
predicuon methodologies is a key inhibitor to the expanded utilization of composite materials
(Aeronautics and Space Engineering Board, 1987).

The corrosion resistance, weight savings, and attendant improved vehicle efficiency
enabled by the use of composites are technological advantages that are determining factors in the
international sales of aircraft and other high-performance vehicles, however. Since 1979, six
foreign composites airframes and 10 major sets of airframe secondary components have been, or
will shortly be, certified by the Federal Aviation Administration (FAA). During this same period,
only three domestic composite airframes and 13 sets of airframe secondary components have been,
or are in the process of being, certified by the FAA. Clearly, the United States now has serious
competition in the development of advanced-technology commercial airframes and high-
performance vehicles.

The committee identified four factors, either intrinsic to composites materials or resulting
from technology implementation assumptions that are key to the delayed development and
acceptance of composite life prediction methodology. This background information is important
to understanding the point of view of this report. The four factors are: implementation of design
and analysis paradigms that neglect the effects of microstructural detail on the macroscopic
response of composite materials; perception of the need to characterize fully the bewildering
number of material systems available and their permutation, by means of material orientation;
lack of consensus concerning failure modes and failure criteria among government agencies and
technologists; and persistent use of design and analysis paradigms based on metals technology.

11
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IMPORTANCE OF COMPOSITE MICROSTRUCTURAL DETAIL

A currently accepted practice in the composite design and analysis community is to use the
single ply as the engineering scale for assuming homogeneous behavior. This assumption stems
from the fact that metals can generally be treated as homogeneous at the engineering scale without
regard for intergranular characteristics. Unfortunately, this assumption is not verified by the
observations of microstructure and microstructural-scale effects on the macroscopic fatigue
response of composites.

Reversal of the homogeneous ply assumption was key to the development of mechanistic
fatigue models. New mechanistic models based on observations and modeling of microstructural
effects on flaw field propagation now permit simulation of fatigue processes in composites. In
addition to enabling fatigue modeling, consideration of microstructural detail will prove to be
important in the reoptimization of composite materials for strength and life.

NUMBER OF MATERIAL SYSTEMS AVAILABLE

Advances in both fiber and matrix properties have occurred rapidly. When the number of
new systems are permuted with the application-specific forms available, the result is a
bewildering number of partially characterized materials. The performance advances have been
significant enough that specification of a "best material" has been attractive only for a specific
application at a specific time. Characterizations for applications tend to emphasize problems
concurrent with the application and are never "complete". Thus, it has become obvious that the
reduction of life prediction technology to a tractable state will not occur by cataloging a few
characteristics for a nearly infinite number of materials. There have been significant gains at the
research level in understanding the character of defects and defect growth in composite structure.
Definition of the scale of the structural element required to characterize defects and defect growth
has provided the opportunity to develop methods to map between material systems based on the
quantitative understanding of failure process, utilizing minimal specimens both in number and
scale.

VARIATIONS IN FAILURE CRITERIA

Wide variations in failure criteria exist among the government agencies that procure and
certify composite structures. Furthermore, there is little evidence that the understanding of
defects, defect growth control, and defect-effects on useful life is available in a format that will
guide material and structure design. Defect sizes associated with various failure criteria range
from no defects visible to the naked eye, to the acceptability of large defects that can be proven
not to grow. Technical linking of defect state to useful life is usually not accomplished. Part of
the problem may be that life prediction itself may be a misnomer. Time to failure is often a
poorly defined technical concept, especially since composites may exhibit benign but easily visible
"failures." Useful life may be better defined as changes in observables, such as damage state,
stiffness, or strength. Such property changes can be interpreted by performance simulation
models that relate such changes to functional performance, reliability, and safety.

DESIGN PARADIGMS BASED ON METALS

Current material forms (i.e., tape, fabric, and roving) have matured in a process of natural
selection driven by application issues. This is to be expected, but it has resulted in structure that
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is not as efficient as expected because of a sensitivity to field damage and fatigue degradation
driven by the dominant fatigue damage process (i.e., matrix cracking and delamination). Potential
for structural efficiency improvement may mean that the ultimate payoff from life prediction
methodology is the ability to design while relying to a greater degree on the inherent strength of
composite materials. Emerging material forms (i.e., three-dimensional preforms, pultrusions,
braids, and knit multiple orientations), together with recognition of microscale, ply thickness, and
laminate stacking order as critical design issues, compound the problem while becoming a
necessary part of the solution. A new design and analysis paradigm, based on a physical
understanding of the failure processes and in a format amenable to the designer, must be available
in real time to guide the development of a specific design. The importance and microscale details
and attendant new material forms preclude the new paradigm from being based on metals
technology.

4
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CONSTITUENTS

Failure mechanisms in fiber composites depend upon the characteristics of the fibers, the
matrix, their interface or interphase, and the microstructure and macrostructure of the material.
The macrostructure includes the laminate stacking sequence and the interply geometry and resin
content. The microstructure includes the fiber volume fraction and its distribution uniformity,
the fiber waviness, and, in the case of braided or woven fiber composites, the fiber weave pattern.
While the microstructural arrangement of the constituents is of first-order importance, it is not
the subject of this chapter. The mode of failure also strongly depends upon the orientation and
direction of the applied loads or displacements. Unlike the case of static loads, there is little
literature on the analysis of relationships between fatigue properties of unidirectional fiber
composites and those of its constituents. The fatigue properties of such a composite should
probably be considered to be defined experimentally, but an understanding of the important
mechanisms of failure initiation is still required to understand the process of damage growth as it
relates to failure of a laminate.

It appears that the fatigue behavior of a unidirectional fiber composite differs in a
fundamental way from that of a metal. Metals are polycrystalline aggregates. During stress
cycling, microdamage develops in the form of microcracks, void growth, and plastifications of
single crystals. At some state of the cycling, a dominant crack develops and grows with continued
cycling until the specimen fails. These two stages are known as initiation and propagation. In the
propagation stage, the growth of the crack with cycling can be predicted reasonably well. The use
of a crack growth law, with a measured or assumed size of the existing crack, forms the basis of
design methods for the fatigue of metals. The methods take into account possible crack locations
and characteristics of available inspection methods to define safe inspection periods.

For the case of a unidirectional fiber composite, however, the nature of damage initiation
and growth is quite different. The microstructure consists of a polymeric matrix containing stiff,
strong fibers. The material is very anisotropic, and cracks propagate easily in the matrix along
surfaces parallel to the fibers. When a unidirectional specimen is cycled in tension in the fiber
direction, damage accumulates in the form of random fiber ruptures that are the source of small
cracks in the matrix along the fibers. More and more cracks develop with additional cycling until
some coalesce to produce catastrophic failure. The failure surface is jagged and irregular, and the
failure mode is similar to the static tensile fiber mode. The entire lifetime is spent in a damage
initiation phase.

Failure modes for other load conditions may be expected to be distinct and complex. The
failure criteria for combined cyclic stress must therefore treat physically realistic failure modes.
These issues are discussed in this chapter in the context of the lifetime characteristics of the
constituents of a polymer matrix composite.

15
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MATRIX MATERIALS

This section will discuss the mechanical and physical properties of the most common
polymer matrix materials that are used with reinforcing fibers. Resins (also called polymers and
plastics) are generally divided into two main classes: thermosets and thermoplastics. The general
characteristics of these types of resins, and their use in composites, are also examined.

Polymer matrix thermoset composites generally have low transverse tensile, through-the-
thickness, and in-plane shear failure strains. For currently used material forms, the failure strains
are 0.4 to 0.5 percent. Under stress, transverse microcracks will occur in the matrix phase. This
low threshold of microcracks is often attributed to the brittleness of the matrix. The problem of
formation of microcracks in a composite has been researched from the point of view of matrix
properties effects on composite performance. That body of data is important and is reviewed
below to facilitate judgment of the range of cracking characteristics that can be produced by
means of matrix selection.

Lifetime Trends of Thermoset Matrices

Traditional thermoset polymer matrices are relatively brittle and, like most brittle metals
and ceramics, are not very sensitive to cyclic fatigue loading (Mandell, 1990; Hertzberg and
Manson, 1980). Paris law fatigue crack growth exponents (based on the Mode I stress intensity
factor) range up to 20 or more depending on the degree of cross-linking and other factors.
Tensile fatigue S-N curves are difficult to obtain and interpret for brittle systems; lifetime trends
from S-N data have relatively low slopes and appear to be dominated by crack nucleation with
apparently high fatigue limits (Odom and Adams, 1983; Mandell, 1990). The primary
environmental factor that has been explored is moisture, which appears to have little effect on
fatigue beyond the generally reversible decrease in static properties associated with swelling
(Mandell, 1990).

In an effort to minimize resin microcracking and increase delamination fracture toughness
of a composite, much work has been done to toughen neat polymer matrices. Clear distinction
must be made between a tough neat polymer matrix itself and a tough composite, however.
Toughness is generally defined as high energy absorption or high fracture resistance. For a two-
phase (rubber or thermoplastic particle toughened) matrix system, the proposed energy dissipation
mechanism includes elastic cavitation, shear yielding of the matrix (Kinloch et al., 1983a, 1983b),
and tearing of the elastic particles that bridge the crack (Kunz-Douglass et al., 1980; Kunz and
Beaumont, 1981).

Toughening of a matrix with a discrete second polymer phase has a history of about 20
years. Polymers often used in epoxies include CTBN rubber (carboxyl terminated butadiene-
acrylonitrile copolymer) and thermoplastics such as blends of polyethersulfone and polyetherimide
or phenol and amine functionally terminated polysulfone oligomers (Bauer, 1986). It is generally
accepted that this approach does indeed improve fracture resistance, impact tolerance, and some
shear properties without substantially degrading the thermal and mechanical properties of the neat
epoxy and its composites. However, confusion and controversy do exist, mainly centering on the
degree and price of improvement. This is understandable because the degree to which an epoxy
can be toughened depends on many factors. The key ones are the base epoxy type and the
molecular weight between cross-links, the second-phase material and size distribution, the curing
agent and its compatibility with other components, and the curing conditions. With regard to the
toughness of composites, another key factor is the spacing available between adjacent fiber
filaments and between plies. As a rule, the spacing available is considerably smaller than the
critical plastic zone diameter of the crack tip for the toughened epoxies (Bascom et al., 1980).
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Clearly, this geometric constraint in a composite considerably reduces the effectiveness of the
toughened matrix. In summary, the status of toughened epoxies is as follows:

a For the very brittle epoxies (DGMDA/DDA, Gl, = 80 J/m2), the degree to which one
can be toughened is very limited, because the rubber toughening approach is ineffective, perhaps
due to the high cross-link structure of the epoxy. In addition, this approach has more problems
due to chemical interactions in the "hot/wet" environment. Fortunately, composites made from
brittle epoxy generally nave a G1, that is at least a factor of two higher than the neat resin itself.

* For tougher epoxies (bis-phenol A, Gic = 270 J/m 2), the two-phase toughening
approach is effective. It can increase G,, from severalfold to 10-, 20-, or even 50-fold depending
on the formulation and the molecular weight between cross-links. The penalty paid for this
approach is reduced service temperature and reduced stiffness of the matrix. However, if the
CTBN rubber addition is less than 10 percent to a bis-A epoxy system, the temperature reduction
is quite moderate while still realizing a severalfold increase of Gj'.

n In composites containing toughened epoxies, the improvement in Gic is clearly evident.
The degree of improvement, however, is in dispute and is probably caused by the many variables
involved in testing toughness.

The key drawback of a highly toughened epoxy matrix is the attendant reduction in service
temperature. At present, a system with acceptable toughness is limited to about 1200C due to the
second (toughening) phase effects on matrix strength and stiffness at elevated temperatures.

New Epoxy Development

The multitude of requirements (i.e., high temperature, high toughness, low creep, and low
moisture absorption) for a high-performance composite cannot be completely met by conventional
epoxy technology. In fact, this is not possible based on the epoxies discussed so far. The chemical
structures are such that increased cross-linking results in decreased toughness and toughenability
(Yee, 1984). However, increasing the cross-link density of these systems does increase the
temperature resistance, which unfortunately increases chemical interactions with water as well
when diamines such as DDS are used as curing agents because of the increased hydroxyl group
density. It should be clear, then, that these requirements are fundamentally in conflict and
mutually exclusive as far as conventional epoxy technology is concerned.

Recent work (Schultz et al., 1988) on a new class of epoxy and curing agents based on
tricylic hydrocarbon, called fluorene, as the backbone structure looks promising, however. The
fluorene compounds are inherently high temperature resistant and have a low water-sensitivity,
nonpolar structure. The curing mechanism uses a mixture of two hardeners, with one controlling
chain extension to build a linear flexible structure and the other controlling cross-linking.
Basically, one has the choice of any desired cross-link density and, hence, toughness. The
toughenability of these resins with rubber particles and their blendability with the bis-phenol A
resins have also been demonstrated by the researchers. There also appears to be the potential to
have an epoxy system that can be processed by conventional method with properties better than
that of the TGMDA/DDS system in every aspect 20+0C in-service temperature, less than 1/3 of
the water absorption, and easily 10 times more fracture energy.
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Lifetime Trends of Thermoplastic Matrices

Many high-performance thermoplastic polymer matrices are attractive because of their
high fracture toughness. However, their toughness advantage over thermosets may be at least
partially offset by their increased sensitivity to sustained or cyclic loading, as well as
environmental stress cracking in certain cases. Most thermoplastics show both a Paris law fatigue
crack growth exponent on the order of four (based on the stress intensity factor) and a greater
fatigue sensitivity than thermosets (Hertzberg and Manson, 1980; Mandell, 1990). This fatigue
sensitivity is similar to that of many aluminum alloys. While most available delamination fatigue
crack growth data for composites with thermoplastic matrices show higher exponents than for the
neat matrix (Mandell, 1990), some data for carbon fibers have been reported with the equivalently
low exponent for reversed Mode II loading (Russell and Street, 1987; reported as an exponent of 2
on the strain energy release rate, which is equivalent). Environmental stress cracking has also
been a major problem for thermoplastics in specific environments and must be carefully
considered in each case (Kinloch and Young, 1983). Transitions to brittle environmental stress
cracking may only be observed after very long loading times and at low stresses, making real-time
studies difficult (Kramer, 1979). In neat thermoplastics, both the fatigue and environmental
sensitivities derive primarily from effects on fibrous craze structures at crack tips, which are not
usually observed in thermosets (Kinloch and Young, 1983).

Thermoplastics generally are tough compared to thermosets and are widely used without
reinforcement. However, their stiffness and strength properties, although similar to those of
thermosets, are low compared to other structural materials, so use of reinforcements is desirable.
Thermoplastics can be formed into complex shapes easily and economically by processes such as
injection molding, extrusion, and thermoforming. The creep resistance of any thermoplastic,
particularly at elevated temperature, is significantly lower than that of thermosets, and this has
been a serious impediment to their wider use in structural applications. As a class of materials,
thermoplastics are also more susceptible to attack by solvents than are thermosets.

To date, thermoplastics have been reinforced primarily with discontinuous glass fibers and
particulate fillers; there has been relatively little work with continuous fibers, with the exception
being in the area of relatively high temperature resins like polysulfones and thermoplastic
polyimides. The elastic and strength properties obtained with composites using these matrices are
similar to those employing epoxies, and their impact resistance is better. Although they are harder
to process than epoxies, the good moisture resistance and high temperature range of thermoplastic
polyimides make them attractive. Polysulfone composites are easier to fabricate than
thermoplastic polyimides, but their relatively poor chemical resistance to solvents is a severe
limitation.

It appears likely that high-performance thermoplastic-matrix composites can become an
important class of high-performance structural materials with additional development. High-
performance thermoplastics of recent vintage seem to offer service temperature, mechanical
properties, and environmental resistance from common solvents generally comparable to those of
epoxies for fiber composites. Presently, there are about a dozen polymers that can meet the above
description. They are basically in two groups: semicrystalline polymers and amorphous polymers.
Several points can be made about current high-performance thermoplastics:

a Rated service temperature (probably ambient RH) for high-performance thermoplastics
ranges between 1700 and 2500C. This is generally higher than that of most epoxies, including the
TGMDA/DDS system; fluorene epoxies may be comparable.
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n Composite compressive strength is generally poor, which is troubling. Poor
compression strength of thermoplastic-matrix composites is most likely due to their lower shear
modulus than highly cross-linked epoxies. Poor interfacial bonding may also be partly responsible
in some resins.

v Neat thermoplastics with the exception of PPS are about a factor of 10 higher in terms
of matrix toughness, Gc, than a brittle epoxy. However, this difference is considerably reduced
when translated to graphite composites, because the toughness of a composite with a brittle matrix
increases to severalfold higher than the toughness of the matrix itself, and the toughness of a
composite with a tough matrix decreases to a level lower than the matrix toughness.

m Graphite-thermoplastic composites seem adequate in toughness in a static test, but
there is some indication that the degradation of matrix G1 , is much faster under fatigue loading
than the toughened epoxies, which are in turn faster than the brittle epoxies (O'Brien, 1986).

n Key concerns about thermoplastics when considering the lifetime of composites are the
time-dependent behaviors of thermoplastics (e.g., creep), the definitely nonlinear stress-strain
relationships, the question of the fiber-matrix bond in composites, and their generally poor
compression strength.

Prepreg processing is also key in cost considerations. For amorphous polymers, the solvent
coating technique for making prepregs (whether it is a dissolved polymer or in situ monomer
reactions in a solvent) seems to be the method of choice. For semicrystalline polymers (there is
hardly a known solvent), the hot-melt method has dominated at present. Other methods such as
film stacking, powder coating, and fiber comingling are being studied. All processing methods
for lamination also involve very high temperature (300*-430*C), vacuum pressure, and time for
working the voids. A further complication is the necessity to develop, control, and maintain the
degree of crystallinity in this group of polymers in order to have consistent quality of the
fabricated composites. Volatile removal and composite consolidation are difficult tasks. To date,
there is no indication that thermoplastic composites will ever realize the strongly anticipated cost
advantage over epoxy composites. However, recent advances in resin transfer molding techniques
may lead to substantial improvements in fabrication speed and economics. For example, the
development of ring opening catalysts for bis-phenol A cyclic oligomers allows the use of low-
viscosity compounds for impregnation of fiber preforms followed by ring opening, which results
in a high molecular weight, high-viscosity matrix polymer. Clearly, the development of new
chemical compounds and/or polymerization techniques may dramatically alter current concepts
regarding the processing economics and technical difficulties associated with both thermoplastic
and thermoset matrix materials.

FIBERS

There are several major types of man-made reinforcing fibers, including glass, graphite
(carbon), organic, boron, and ceramic. This section considers the properties of these fibers and
emphasizes the most important (i.e., glass, graphite, and organic).

The major reinforcing fibers have tensile stress-strain curves that are linear to failure.
These fibers are sensitive to imperfections, which have two important effects on tensile strength:
there is considerable scatter at a given gauge length, and the mean strength decreases with
increasing gauge length. Therefore, a reported value of mean fiber strength is useless unless the
associated test length is specified. Furthermore, the amount of scatter is important in evaluating
fiber strength. Ideally, fiber strength properties should be measured at several lengths.
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The problem of understanding fiber tensile strength is complicated by the fact that it is
measured using single fibers, untwisted bundles of fibers (ends), impregnated ends, twisted ends
(yarns), and composite tensile coupons. As a rule, each one gives a different strength value.
Fiber strength values as reported here are based on single-filament tests and unidirectional
composite coupon tests. The latter data are of greatest relevance to designers.

Glass Fibers

Glass fibers are the cheapest and most widely used man-made composite reinforcements.
They are also the oldest, dating back to the period of World War II. Glass fibers generally have
high strength-to-weight ratios, but their elastic moduli, which are in the range of those of
aluminum alloys, are low compared to the newer fibers such as graphite and aramid. The internal
structure of glass fibers is amorphous (noncrystalline), and they are generally regarded to be
isotropic. As fibers comprise only a part of the composite, and as they are generally oriented in
several directions, the modulus-to-density ratios of glass-fiber-reinforced plastics are
substantially lower than those of metals. This is one of their major limitations as a structural
material and is directly related to their inferior acoustic properties.

The creep resistance of glass fibers at room temperature is substantially better than that of
plastics, but not as good as that of structural metals like aluminum and steel. The addition of glass
fibers to plastics greatly reduces their tendency to creep. As in the case of creep, the properties of
glass at room temperature fall between those of plastics and metals, but are much closer to the
latter.

The coefficient of thermal expansion of glass is an order of magnitude lower than that of
most plastics and is lower than most aluminum and steel alloys. Reduction of the thermal
expansion coefficient is an important reason for the addition of glass fibers to plastics for many
applications. A material with a low coefficient of expansion is frequently said to be dimensionally
stable, but other factors enter into resistance to dimensional changes, including creep and swelling
from moisture absorption. Glass fibers generally have good chemical resistance and are
noncombustible. They do not absorb water, but their tensile strength is substantially reduced
chemically by means of stress corrosion cracking in the presence of moisture. The strength,
modulus, and creep rupture resistance of glass fibers decrease with increasing temperature.
Conversely, creep rate increases. However, the useful temperature range is quite large. Glass
does not soften substantially until temperatures over 500*C are reached.

The most widely used reinforcing fiber, by far, is E-glass, where the E designates
electrical grade. This lime-alumina-borosilicate glass does not have a fixed composition.
Producers vary the constituents based on raw material costs and process considerations. Within
prescribed ranges, variations in glass formulation are not thought to affect mechanical properties
substantially.

S-glass is a high-strength glass initially developed for military applications. Its modulus is
about 20 percent greater than that of E-glass and it is about one-third stronger. The failure
energy of S-glass fibers is high, and the impact resistance of composites made from them is among
the highest of all fiber-reinforced materials. Despite its generally better properties, the use of S-
glass is far more limited than E-glass because of its higher cost.

Individual E- and S-glass fibers show similar well-established lifetime trends and
environmental sensitivities. Inorganic glass materials in general are not sensitive to cyclic stressing
(Evans, 1980; Mandell et al., 1985), but they do show a cumulative time under load sensitivity
termed static fatigue (in practical terms this is the same as creep rupture, but it is not due to a
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creep mechanism). The static fatigue effect is caused by the stress corrosion growth of surface
flaws on the fiber and occurs in the presence of even the minute quantities of moisture usually
present in composites (Mandell and Meier, 1983). The stress corrosion effect in E-glass results in
a moderate time sensitivity under static or cyclic loads of about 3 to 4 percent of the short time
strength per decade of cumulative time extending from very short to very long time scales
(Mandell and Meier, 1983). Much more severe stress corrosion of glass fibers and composites is
evidenced under even dilute acid solutions (Noble et al., 1983), which has led to many service
failures (Hull and Hogg, 1980).

The static fatigue behavior of glass fibers and strands is consistent with that of bulk glass
(Aveston et al., 1980), but a significant cyclic fatigue sensitivity not present in bulk glass or
individual fibers becomes evident at the multifilament strand level, whether dry or impregnated
(Mandell, 1982; Mandell et al., 1985). The cyclic tensile fatigue effect, apparently due to fiber-
fiber interactions, produces a stress versus log cycles fatigue lifetime trend of about 10 percent of
the one cycle strength per decade of cycles, which is also observed in most glass-fiber-dominated
constructions under most tensile fatigue conditions (Mandell, 1982, 1990). No clear fatigue limit
can usually be defined. It appears that small impregnated strand samples can adequately define
the macroscale composite behavior, if the failure is fiber dominated. However, woven fabric
constructions can show much greater cyclic fatigue sensitivity than strands in some cases
(Mandell, 1975), as indicated in Figure 3.1. A corresponding decrease in the fatigue crack growth
exponent is observed with woven fabric reinforcement for in-plane crack growth that causes
tensile fiber failures (Mandell, 1975, 1982). The greater fatigue sensitivity of woven fabric
reinforcement is associated with weave cross-over delaminations (Mandell, 1975).

Carbon (Graphite) Fibers
5oo

Carbon fibers comprise one of the
most important classes of reinforcement, 450

with enormous potential for future growth.

Their primary advantages over glass fibers 400

are higher modulus, lower density, better
fatigue properties, improved creep rupture
resistance, and lower coefficient of thermal
expansion. Creep at room temperature is (2)
generally considered to be negligible. On the
negative side, the high moduli of carbon 250

fibers cause their failure energies to be
relatively low. As a result, the impact
resistance of graphite fiber composites is
generally lower than that of glass fiber ISO
composites. It should be emphasized, ! -
however, that the subject of impact O o
resistance is very complex and (NO WuK)

generalizations can sometimes be misleading. so
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Graphite fibers of commercial lo o' ,o' to o' Wo ,op

importance are currently made from three cCLs TO ,AILU. I
precursors: polyacrylonitrile (PAN) fiber,
rayon fiber, and petroleum pitch, which is a Figure 3.1 S-N curves for (1) a woven glass fabric (at 181)
residue of the refining process. Production reinforced polyester (Mandell, 195) ad ( ) a nonwoven glass
of high-modulus graphite fibers by pyrolysis
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of rayon and PAN fibers dates back to the 1960s (low-modulus carbon fibers produced by
pyrolysis of rayon cloth and used for reentry vehicles and rocket nozzles were introduced in the
1950s). Spinning of graphite fibers from pitch is a more recent development. To date, pitch
fibers have been able to match the moduli that can be obtained with PAN- and rayon-based
fibers, but their strength properties are substantially lower. The high strength and moduli of
graphite fibers, regardless of precursor, result from their high degree of crystallinity and
orientation. Graphite fibers are strongly anisotropic because of their high degree of internal
structure orientation. Transverse extensional modulus and shear moduli for most fibers are
generally an order of magnitude lower than axial modulus.

The most important graphite fibers at the present time are PAN based. There are many
graphite fibers on the market. They can be divided, somewhat arbitrarily, into three major
categories: high strength, high modulus, and ultrahigh modulus.

Relatively little study has been made of fatigue lifetime trends of carbon fibers and
strands. Results on model composites (Lorenzo and Hahn, 1986) suggest that the trends of fatigue
life of unidirectional impregnated tows and unidirectional coupons represent fiber-dominated
behavior as with glass, with failures originating at individual broken fibers; however, this point
remains poorly established. Carbon fibers are very resistant to creep rupture below temperatures
where oxidation takes place. Carbon fibers are among the most fatigue-resistant materials known.
They are also very resistant to most environmental agents such as moisture, but can take part in
electrochemical reactions as with aluminum.

Organic Fibers

Some natural organic fibers, such as cotton, jute, and sisal, are also used as reinforcements.
However, their mechanical properties are modest because of their low modulus, and they are of
little interest for structural applications. The same is true of synthetic organic fibers, with the
exception of aromatic polyamides (aramids).

There are several commercial aramid fibers: Nomex Kevlar, Kevlar 29, Kevlar 49,
Technora (by Teijin), and Kevlar 129. Applications of Nomex include high-temperature fabrics,
filters, and structural honeycomb for sandwich-core laminates. Kevlar is used for tire cord. The
two fibers of interest for reinforcing plastics are Kevlar 49 and, to a lesser extent, Kevlar 29.

Kevlar 49 fibers have excellent tensile-tensile fatigue resistance. Their compressive
fatigue characteristics have not been studied extensively, but they appear to be good within the
proportional limit, which is very low. The resistance to creep of Kevlar 49 fibers is significantly
better than that of other organic fibers, but room temperature creep rates as a function of stress
are of the order of magnitude as those of glass and should be considered in design. The creep
rupture resistance of Kevlar 49 falls between that of S-glass and that of graphite.

Kevlar 49 fibers are strongly anisotropic, a property they share with graphite. Transverse
extensional modulus and shear moduli are about an order of magnitude lower than axial
extensional modulus. The tensile energy to failure of Kevlar 49 is much greater than that of high-
strength graphite, about the same as E-glass and significantly lower than S-glass. Although the
area under the compressive stress-strain curve of Kevlar 49 is very large, the energy to the
proportional limit is relatively low compared to other fibers. These and other factors cause the
impact behavior of composites reinforced with Kevlar 49 to be particularly complex. Generally,
the impact resistance of these materials falls between those of E-glass and high-strength graphite
composites, however.
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Kevlar 49 fibers have been studied under both creep rupture and cyclic loading conditions
(Kenney et al., 1985). The results indicate a stress versus log time slope of about 3 percent per
decade for individual fibers under both static and cyclic loading. Extensive impregnated strand
creep rupture data (Chiao and Chiao, 1982) show a general trend of about 5 to 6 percent of short
time strength per decade of time under load, similar to that of unidirectional material under cyclic
loading (Roylance and Roylance, 1981). Thus, it appears that the individual fibers tend to fail by
a strain-limited creep rupture process, as do many oriented organic fibers (Kenney et al., 1985),
with some effects of moisture pickup in the fibers (Roylance and Roylance, 1981).

INTERFACE- INTERPHASE ZONES

While several direct test methods for determining fiber-matrix bond strength have been
developed in recent years (as reviewed in Narkis et al., 1988), directly measured lifetime trend
data are not available. The best available data are from observations of debond initiation at
coupon edges during fatigue loading (Owen and Bishop, 1973; Mandell, 1990). These data, all for
thermoset matrices, tend to show somewhat greater fatigue sensitivity for debonding than for the
neat resin S-N data (Mandell, 1990). However, considering that debonding is usually the first
damage event observed in fatigue, very little is known about its durability in a fundamental
materials sense.

The interface also plays a key, yet obscure, role in long-term environmental resistance.
For thermoset systems under hot/wet conditions, any irreversible damage (in the absence of
mechanical loading) has usually been traced to bond failure (Hancox, 1981).

The presence or absence of interfacial bonding between the fibers and matrix also affects
the residual stress state that occurs due to the difference in thermal expansion coefficients for the
fiber and matrix. The absence of an interfacial bond precludes the development of tensile stresses
across the fiber-matrix interface, but has no effect on compressive stresses. Stress transfer across
an interface is therefore dependent on the residual thermal stress field and the superposed stress
field resulting from external loading.

The relatively random location of fibers precludes an exact analysis of the thermal stress
field. While models incorporating either periodic fiber placements or single fibers surrounded by
a concentric shell of matrix give estimates of the mean stresses that can be expected due to
thermal expansion mismatch, the results are misleading. It has been shown (S. Sternstein,
presentation to committee) that random placement of one or two fibers in an otherwise periodic
hexagonal array of fibers can alter the radial stress component at an interface from compressive to
tensile. Such calculations strongly suggest that the interface plays a major role in determining
both the residual thermal stress field and the value of external loading that will result in an
interfacial radial tensile stress sufficient to cause interface separation if not bonded, or interface
failure if bonded.

It is safe to assume that the lack of interfacial bonding will be deleterious to all failure
properties that involve stress transfer from fiber to fiber through the matrix. Delamination
strength and fracture toughness of the composite and transverse tensile strength are most likely to
be reduced by poor interfacial bonding, although the degree of reduction may be partially offset
by large compressive residual thermal stresses when present.
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UNIDIRECTIONAL COMPOSITES

The unidirectional composite is the basic form of the material and is generally studied to
provide data for the design of composite laminates. This procedure is well defined and widely
utilized for such nondestructive properties as expansion coefficients and stiffness. However, the
relationship between unidirectional materials and laminates for destructive properties is not well
defined, and a number of general approaches exist to address this need. At the present time, there
is growing use of laminate data to derive the strength and life characteristics of a unidirectional
composite. With this approach, the unidirectional composite is treated largely as an analytical
abstraction that facilitates laminate design, rather than as a practical engineering entity. This
current status is the result of experimental problems introduced by a combination of large strength
and stiffness ratios parallel and perpendicular to the fibers and in shear, that give rise to extreme
experimental difficulties. However, unidirectional composite strength and lifetime failure
processes can be observed by means of appropriate coupon and laminate testing and analysis. The
need here is to isolate the critical local failure mechanisms and characterize them. This requires
definition of the representative volume element for each failure mode. The critical elements
identified for current polymer-matrix materials are fiber tensile failure, matrix cracking,
interlaminar debonding, and local compressive instability.

FIBER BUNDLE TENSILE FAILURE

The tensile fiber failure representative volume element is defined by a unidirectional
composite element where stress is applied in the direction of the fiber axis. This is the dominant
strength and stiffness axis for composites, and the first-order characteristics of this representative
volume element are well developed.

Tensile Fiber Strength

A composite structure can exhibit extremely high static strength to weight when the
failure mode exhibited is brittle tensile fracture that cleaves fibers. The structural efficiency of
composites in this mode provides the impetus for use of the materials. While coalesced-through-
thickness cracks do not naturally exist in composites, a single dominant failure surface can form
just prior to fracture and cleave the composite. This surface is generally a coalescing of dispersed
damage zones rather than the propagation of a crack (Rosen, 1964). When the composite has
large-diameter fibers with small coefficient of variability of strength, a crack may propagate due
to the dynamic energy released. This propagation may also occur when there are boundary stress
concentrations due to structural discontinuities. This fracture behavior has been confirmed in
experiments by means of arresting and examining dynamic fractures in composite structure
(Eisenmann and Kaminski, 1972). This fracture behavior is triggered from laminate boundary
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stress concentration, induced by planned stress concentration or service damage. Massive damage
such as brooming failures may be the result of dynamic effects after initial propagation from a
stress concentration or may result from widely dispersed damage in the composite material.

The role of the process zone in the fracture of composite structure was defined by
Waddoups et al. (1971). This work demonstrated that classical Griffith fracture criteria could be
applied to the analysis of fracture of composite material by means of correcting the physical flaw
size with an estimate of the process zone scale. This approach provided the foundations for
treating stress concentrations of arbitrary size and shape. These ideas were later extended to
include any analysis of the process zone using a Dugdale-Barenblatt model for the process zone
effects (Backlund and Aronsson, 1986; Aronsson and Backlund, 1986). The authors were able to
compute accurate and effective stress concentrations for shapes ranging from round holes to
square holes to cracks. In addition to the computation of effective stress concentration, the
authors were also able to estimate the process zone dimensions to be on the order of 2.0 to 4.0 mm.
Extension of these concepts to the analysis of complex elements, such as bolted joints, has been
done (Eisenmann, 1976), but the computer codes for bolted joint analysis remain proprietary
property.

The very small unidirectional tension process zone defines the appropriate representative
volume element for this mode. The apparent strength of a composite structure is statistically
complicated by the small size of the process zone as the probability of rupture is scaled to the size
of typical structures. The nature of the scaling depends upon the mode of failure. In structures
with large stress concentrations, the location of initial failure is predetermined, and failure of the
first representative volume element can lead to a propagation-type failure. Here, a weakest link
failure criterion is appropriate and size effect is very significant. In the absence of important
stress concentrations (as in the case of local reinforcement), failure will result from an
accumulation of dispersed local damages and a chain-of-bundles model will represent the size
effect, which will be much less severe.

Micromechanical analyses can predict first-order size effects in the strength of composite
materials (Rosen, 1964; Phoenix and Sexsmith, 1972); subsequent tests experimentally
corroborated those predictions (Waddoups et al., 1971). Bullock (1974) showed that three
different specimen types, each of which fail in fiber tension, exhibited size and shape scaling
effects that could be correlated by using the results of Weibull (1939). Those specimens were
drawn from rigorously specified T300/5208 graphite epoxy. To the first order, the specimens
were found to have constant shape parameters and strength in proportion to the statistically
weighted stressed volume (now correctly understood as a length effect). As a result of these
experiments, it has been shown that the similar failure processes yield consistent Weibull shape
parameters. Over long production runs, again using rigorously specified T300/5208 graphite
epoxy, Weibull shape parameters as high as 20 (a coefficient of variation of about 5 percent) have
been observed for this representative volume element.

The shape parameter of the fracture for bearing failure in a bolt-loaded hole (with fibers
at ±450 to the load axis) is of the same order as the shape parameter for the simple tensile and
flexure specimens (Wolff and Wilkins, 1980). In the case of the bolt-loaded hole, suspended tests
positively showed the development of a fiber cutting process zone at the fiber tangent point.
Further experiments demonstrate that large-scale box beams, fabricated from T300/5208 graphite
epoxy, failed statically in the same brittle fracture mode as the coupons (Wolff and Wilkins, 1980).
The scatter of the three full-scale tests was small enough to conclude that they could have likely
been drawn from the same population as the small-scale specimens and coupons.
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As a result of these observations, a shape- and scale-independent point stress or strain-
based failure model cannot properly predict composite strength when fibers are cleaved by the
fracture surface. While the Weibull shape parameter is invariant to scale, the expected strength
(such as stress at failure) is a function of the scale of the structure. The process zone (and
subsequent unidirectional tension representative volume element) that develops when fibers are
torn is so small that a minimal representative specimen (such as a tow or a flexure specimen) has
sometimes been used to develop the required data to characterize expected strength and variability
at greatly reduced test cost.

Tensile Fiber Fatigue

The fatigue behavior of fibers in tension was presented in Chapter 3. The fatigue
sensitivity of the fiber directly translates to the representative volume element only when matrix
cracks or fiber-matrix interface failures are not present. For brittle matrix materials, or for
viscoelastic matrix materials that cause stress redistribution, the fiber bundle tensile representative
volume element lifetime will differ from the fibers themselves. In either case, the fatigue
insensitivity of fibers such as boron and graphite leads to a nearly immeasurably small strength
loss per decade under either constant-amplitude or random-amplitude loading. Typical power law
exponents as high as 20 to 30 are observed for this representative volume element. As shown in
Figure 4.1, even when transverse plies are in parallel with the fiber bundle, the tension fatigue
life of the composite is significantly better than aluminum. When appropriate design details
subdue competing failure modes that progress at more rapid rates, structures fabricated from
fatigue-resistant fibers can exhibit nearly indefinite fatigue life.

MATRIX CRACKING

Ninety degree matrix cracking was observed in boron epoxy in situ in a 0/90° laminate
(Waddoups, 1968). These observations led to the formulation of a matrix cracking limit for design
purposes in the form of a transverse strain limit. This strain limit was maximized by means of
material design by controlling resin content and transverse fiber spacing. The transverse cracking
is a life-limiting failure mode for unidirectional, off-axis systems such as graphite-polymer
systems where the microgeometry is not as controllable as in boron epoxy.

Transverse Strength and Fracture

Isolated tests of transverse properties are very difficult to conduct because of low strength,
low toughness, and edge-defect sensitivity of the pure 900 laminate. In tests on this orientation,
the transverse response is nonlinear, time dependent, defect sensitive, and irreversible due to
crack and microcrack formation. The transverse strength distribution for T300/5208 has a
Weibull shape parameter of 10 or less. Fortunately, this failure process does not dominate static
strength in a well-optimized structure. As demonstrated by Parvizi et al. (1978), the onset of
transverse cracking is a first-order function of ply thickness. The impact of ply thickness on
transverse cracking has also been examined by Lagace and Nolet (1986) and Nairn (1989).

The onset of transverse cracking has been demonstrated to be an instability phenomenon,
with energetics models providing excellent correlation for the ply scaling effects. In glass-epoxy
systems, thin plies (less than 0.13 mm) can extend the cracking threshold in transverse plies
beyond half of the strain to failure of the unidirectional material. Manufacturing trends toward
thick plies for low-cost construction must be balanced against expected life requirements.
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The use of point stress or strain laws
to describe the expected transverse strength
is not appropriate for composites. There are
two critical effects. First, multiple so
transverse ply cracks are expected prior to 70
laminate failure. Second, scale not only
influences longitudinal strength, but also (A)
transverse strength. Various mechanics so
models predict multiple ply cracks.
Energetics models to predict dense cracking 0
thresholds are sensitive to the ply geometric
constraint and may be preferable for design J 30
calculations.

Transverse Fatigue 20

Fiber placement in a composite is
random in the transverse plane;
consequently, dispersed transverse damage
will propagate at low levels of applied stress 10
from touching fibers and other defect sites. 103 1o4 1o5 106 1o7
Initial transverse matrix cracks in a laminate Cycles
can actually relieve stress, while coalescing
transverse matrix cracks can produce
delamination and eventual laminate failure. Figure 4.1 Tension fatigue of composite (A; 7r/4 graphite epoxy;
The advancement of transverse matrix flaw log slope= -18.5) versus aluminum (B; 2024 T 3 aluminum; log
fields can be adequately modeled with a slope= -5.2).
power law growth model.

INTERLAMINAR DEBONDING

Typically, it is very difficult to design a composite structure that does not subject the
laminate to out-of-plane loads. Delaminations typically initiate at free edges, at intersections of
microcrack fields, at lamination boundaries, at intentional internal defects such as ply dropoffs or
bonded joints, and at manufacturing defects such as trapped gas interfaces or near foreign
materials. Each of these initiation sites has accompanying out-of-plane loads to propagate flaws
at subcritical loads. Solution of the free edge problem demonstrated that lamination details alone
provide sufficient out-of-plane driving force to influence fracture of a laminate (Pagano and
Pipes, 1971).

The delamination representative volume element is fundamental to understanding damage
growth in a composite structure. The delamination representative volume element may vary in
size from the scale of the fibers to square meters. In engineering structures, energetics-based
analyses have been used successfully to correlate delamination initiation, stability, and subcritical
growth. This high degree of correlation of the physics of delamination growth removes the need
to discuss the strength and life of this representative volume element as separate topics.

Typically, the onset of delamination instability is coincident with Weibull shape
parameters of 10 or less. Delamination growth, as measured from S-N data by means of
logarithmic slope or directly from fracture testing, is bounded by a release rate exponent of 5 or
less, even for brittle epoxy-based laminates. These relatively rapid growth rates, coupled with the
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potential stress concentration or instability resulting from the growth, make this representative
volume element critical for composite structure. Fatigue tests ranging from the scale of coupons
(S. S. Wang, 1981), open holes in the interior of coupons (Reddy et al., 1987), and large-scale box
beams containing mechanical joints (Wolff and Wilkins, 1980) have all ultimately failed due to
stress concentration or instability resulting from delamination growth.

The risk of delamination as a ft ,lure mode is offset by demonstration of the predictability
of delamination growth with first-order energetics-based models. Successful integration of
delamination growth on a cycle-by-cycle basis given a flight service load spectrum is reported by
Wilkins et al. (1982). For the F-16 horizontal tail components (Wilkins, 1983a), delamination
control and full-scale tests demonstrating both stability and detectability of delaminations formed
the basis for execution of a U.S. Air Force-specified damage tolerance program. Understanding
the relationships of the propensity of delamination growth to design detail is essential for the
design of fatigue-resistant composite structure.

LOCAL COMPRESSIVE INSTABILITY

As in the case of tension fatigue, local compressive instability may be regarded as the
result of an accumulation of dispersed damage sites that grow in size and number. The difference
is that the local failure of damage sites is the result of different mechanisms for compression than
they are for tension. There are both experimental and analytical indications that the beginning of
the failure process in a unidirectional composite subjected to compression in the fiber direction is
likely to be a local instability. Stress-induced local material strength failures and excessive local
deformation may also occur.

If all fibers are perfectly oriented and if the dominant stress component is compression in
the fiber direction, the expected failure mechanism is instability of the material. This can be
followed by stress redistribution because of the buckling and by failure in some other mode such
as fiber breakage during bending, leading to failure of the composite as a whole. There is also the
possibility that there can be a fiber material strength limitation. For example, a Kevlar fiber is
known to have low compressive strength due to microinstability of the oriented polymer chains in
the fiber.

The practical material is much more complex because there are imperfections of many
types within the material. The imperfections that create secondary stresses may be fiber
misalignments, curvatures, disbonds, inclusions, voids, or microcracks. All perturb the basic
stress field and have one of two effects: they can be large enough that by themselves they cause a
matrix-dominated failure mode prior to any material instability or, if that does not arise,
instability will occur at loads modified by the presence of these secondary stresses within the
material. Over the years, various investigators have postulated different types of secondary stress
influences and have generated mathematical models to explain this. Most have shown correlations
between the mathematical models and experimental results. There are numerous analytical models
whose results agree with experiments. However, there is still a strong lack of understanding of
the failure mechanisms of these materials.

Important effects on compressive strength result from changes in fiber orientation, fiber
volume fracture, and interface conditions- -parameters that are not well controlled during the
fabrication process. Therefore, it is reasonable to believe that the material to be analyzed varies
from point to point throughout its volume. Hence, a proper view of the composite is to consider
it an assemblage of representative volume elements in the form of a chain of bundles. Each
representative volume element may be regarded as an impregnated bundle of fibers. This bundle
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has a certain orientation and a certain
volume fraction so that all of the bundles
differ and must be characterized statistically. g0
Materials models of this type have been 80
analyzed. 70

60 (B)(A)
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This discussion has treated static 40
strength, but life prediction also must be
considered. Possible approaches follow from - 30
an understanding of the dispersed nature of c
the damage that occurs in composites.
Damage takes place at many locations, and 20
damage growth takes place from many
locations.

Data demonstrate that the slope of
the S-N curve in compression is greatly
reduced compared to tension fatigue (Figure 10 1
4.2). The greater sensitivity of a 103 104 105 106 107
unidirectional composite to local
imperfections may well be the basis for this Cycles
result. Figum 4.2 Tension fatigue (A) versus acceleration of damage

accumulation under compression loading (B) for quasi-isotropic
graphite epoxy.
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STRUCTURAL MATERIALS AND ELEMENTS

The state of the art of life prediction methods for structural materials and elements will be
reviewed here primarily at the laminate level of observation and prediction. A great deal of
research in this field has been conducted over the past 10 years, and some modeling approaches
have been postulated. While these approaches are embryonic in many regards, they do reflect an
emerging consensus about an approach to life prediction that may provide engineering results.
This chapter is organized in a manner that reflects the committee's perception of that consensus.
In particular, the state of the art is presented in the context of the following two premises:

m Life prediction must be based on a clear and precise definition of damage
accumulation mechanisms and failure modes as determined from experimental observations.

w Life prediction modeling should be concerned with representative volumes or units of
material that control the ultimate failure process, defined by such failure modes.

The literature suggests that there is a relatively small number of distinct damage
accumulation mechanisms and failure modes for composite laminates that are in current use
(Reifsnider, 1986). This chapter will discuss the damage accumulation mechanisms and failure
modes that are thought to be representative of the state of the art and to be well identified and
defined at this point. In general, these damage accumulation and failure modes tend to fit under
the following three categories:

" Fiber-controlled failures.
" Matrix and interface- (or interphase-) controlled failures.
* Micro- and macroinstability failures.

While the choice of a modeling unit based on observations of damage accumulation
mechanisms and failure modes is logically sound and appears to be straightforward, it involves a
great deal of technical effort to determine the size, dimensionality, level of observation, failure
mechanism or process, and appropriate mechanics analysis to approach the description of the
modeling unit throughout the life of the coupon or structural element. These choices are likely to
be different for each distinct failure mode, and the degree to which those choices influence the
modeling results may depend upon the nature of the material system and the physical loading
involved. In addition, the statistical nature of composite materials at the macro and microlevels
plays an unusually large role in the choice of analytical modeling procedures and in the results of
those efforts. Although a discussion of statistical behavior is usually conducted at the engineering
structure level, there is an emerging consensus that statistical variations at the microlevel may be
reflected in the characteristic dimension that appears in so many notched strength models that are
now widely accepted in this field.
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Statistical considerations may also enter the determination of the representative volume
chosen for a given failure mode. In addition, the statistical "signature" of any damage or life
metric (such as S-N data or property changes) is generally characteristic of the physical process
involved and contains essential information for the interpretation of experimental data as well as
modeling predictions. Finally, it should be noted that the use of strength or remaining strength as
the basis for life prediction is also emerging as a predominant approach. That approach is
assumed for most of the discussion in this chapter and is the primary motivation for the selection
of failure modes and the representative units defined by those modes as the basis for the
discussion.

FAILURE MODES

Matrix Cracking

Matrix cracking is the predominant damage mode for most of the composite material
systems currently used (e.g., polymer-, metal-, and ceramic-based materials). Efforts to improve
life prediction methodologies should consider the possibility of improved matrix materials
demonstrating little or no matrix cracking. Matrix cracking may be a failure mode that defines
the life of an element or component in certain circumstances, such as in pressure vessel
applications wherein matrix cracking causes leakage failure of the component. However, matrix
cracking is more often an initial damage accumulation mechanism that changes the local stress
state and induces further damage of other types that defines the terminal failure process and the
life of a component. As a failure mode, matrix cracking is largely an initiation problem that is
difficult to approach in a generic fashion. Most materials, especially most inhomogeneous
materials, contain cracks at some level of observation in the interior or near the surface of the
material. The density of matrix cracks in composite laminates often reaches a saturation level,
sometimes called a characteristic damage state for matrix cracking (Reifsnider and Highsmith,
1981a). The saturation of crack density in a laminate is demonstrated in Figure 5.1. A radiograph
of such a characteristic damage state for a [0,90]s laminate is shown in Figure 5.2. That saturation
density (as well as the threshold level of stress or strain at which cracking begins) is defined by
the properties of the plies, their thicknesses, and their stacking sequences (Reifsnider and
Highsmith, 198 1a). To decide on the dimensionality and size of the material unit to be used for
modeling, it is necessary to define the size of the matrix crack that defines failure for the
application being considered. In some cases, such a crack may be determined by methods of
observation; in other cases, cracks may be determined by their consequences, such as leakage of a
pressure vessel. The dimensions of the failure crack should be used to determine the dimensions
of the unit used for modeling analyses. If cracks with final dimensions initiate as a single physical
event, such things as initiation kinetics must be considered. If these final dimensions come from
crack growth from latent flaws or initial defects, crack growth considerations must be used for
modeling the representative unit. Many such growth concepts have been introduced (Dvorak and
Laws, 1986).

An alternative approach to the measurement and growth prediction of individual cracks
(which may not be feasible) is a time-averaged approach. Growth data and models are interpreted
as a collective effect of multiple crack (or defect) growth and accumulation. For composite
materials, the question of instability of matrix cracks is a difficult one. It is typical for matrix
cracks to initiate and grow and to be subsequently arrested by a materials phase boundary or other
nonuniformity in the material structure. Here again, the final failure event must be used to
define the level of instability of interest to modeling efforts. Stiffness changes associated with
matrix cracking are also minor on an individual scale, but may be significant when high-density
matrix cracking occurs. In this context, it is widely known that characteristic damage states form
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Figure 5.1 Saturation of crack density in a laminate.

Tigur 5.2 Radiograph of saturation cracking in a [0, 901s laminate.
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in laminated composite materials under cyclic loading that includes tensile load excursions
transverse to the fiber direction in the plies of the laminate. These characteristic damage states
consist of essentially regular arrays of matrix cracks that reach an equilibrium (or saturation)
spacing defined by the mechanics of the local situation and the material strength. Stiffness
changes can be accurately determined from knowledge of these characteristic states, as can the
local stress fields associated with matrix cracks under these conditions (Reifsnider and Highsmith,
198 1b).

Delamination

Delamination is perhaps the most widely studied and modeled damage accumulation
mechanism and potential failure mode in composite laminates. The literature on this subject is
extensive, if not definitive. Delamination most often initiates from latent flaws, initial defects, or
matrix cracks. Most treatments of delamination as a failure mode consider only the growth rate of
the delamination, assuming that the initial flaws are present. Delamination growth is usually
considered to be self-similar crack growth in the fracture mechanics sense. However, a great
many additional features associated with the inhomogeneity and anisotropy of composite materials
enter this problem. Even if the growth process is predominantly elastic, determination of the
correct local stress states is important and may be difficult. The presence of matrix cracks or
other damage may significantly alter the stresses and consequent growth rates. In point of fact,
delamination growth is rarely completely elastic and rarely consists of planar growth of cracks
through matrix material uninfluenced by fibers. Indeed, matrix-dominated growth modes like
delamination may be strongly influenced by fiber fracture. It has been established, for example,
that delamination growth can be accompanied by extensive local fiber failure, possibly caused by
the fracture of fibers that may bridge the delamination. A great many nonlinear effects enter this
problem at the practical level. However, representations of stiffness changes associated with
delamination and fracture mechanics growth processes (with linear, nonlinear, and even
dissipative treatments) are available.

From the standpoint of life prediction, if delamination causes final failure, it may be
necessary to consider remaining strength in the presence of delamination. This part of the
problem is not as well developed as it might be. For thick laminates and/or large structures, the
growth of a delamination may be inconsequential to structural strength (of course, the growth of a
delamination to a certain length may exceed arbitrary limits for a given application without
consideration of strength). Delaminations that nucleate at edges and cutouts may grow to a finite
length and stop growing because they escape stress concentrations or encounter barriers, such as
rivets and reinforcements. In other cases, such as shear-driven delamination, single-load-path
bonded joints, or narrow coupon specimens, for example, delamination may become unstable and
cause structural failure of the component. In any case, most of the analysis tools appear to be
available.

Tensile Fiber Failure

In a number of important applications, continuous-fiber-reinforced composite materials
fail in a mode that is controlled by tensile fiber failure. This is especially true of applications
such as pressure vessels and rotating equipment. Indeed, one objective of the designer is to use
these materials in such a way that the superior fiber direction properties can be fully exploited as
the controlling elements. This is possible in a number of important applications. From the life
prediction standpoint, many aspects of this problem are well in hand, but several remaining
factors are very poorly described and extremely difficult to approach. Tensile fibrous composite
strength concepts are well developed and comparatively sophisticated. This problem is widely
discussed for static loading, and a consensus regarding the dimensions of a proper modeling unit
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has clearly emerged (Rosen, 1964; Batdorf and Ghaffarian, 1981, 1983; Bolotin, 1982; Harlow and
Phoenix, 1982b; Tamuzs, 1982). Depending on the morphology and properties of the material
system involved, those dimensions appear to be no less than a few fiber diameters and no greater
than the local damage (or "process") zone around a small group of fiber fractures.

From the life prediction standpoint, the difficulty arises in determining the local stress
state and material state after damage has entered the picture. Local stress redistribution can be
significant and may have a substantial effect on the remaining strength of the fibers or fiber
bundles. This local stress redistribution can be a major part of the problem and may be a
substantial part of the life prediction modeling process (Rosen, 1964; Tirosh, 1973; Reifsnider and
Highsmith, 1981b; Highsmith, 1984; Kuo and Wang, 1985; Reifsnider and Bakis, 1986).

In particular, the interactions of local stress concentrations associated with matrix cracks,

delaminations, and fiber-matrix debonding may greatly influence the calculation of the remaining
strength. In addition, fiber bundle strength may be altered by material degradation such as
oxidation or other chemical or thermochemical processes.

Microbuckling

Another failure mode that is typical of compression applications is microbuckling. This
failure mode consists of stability at the micro or local level. It is usually associated with the
formation of kinks in fibers, but may be defined by microbuckling of fiber bundles or plies of a
laminate. While this failure mode is widely regarded as a local instability problem under practical
circumstances, such things as initial curvature of fibers or plies, and especially of bundles in a
woven material, and other imperfections in geometry or spatial variations in material properties
may render the local problem less of a stability effect and more of a strength effect. This is an
important distinction, since the former is more clearly controlled by stiffness and the latter more
clearly by material condition or strength. In general, the modeling unit associated with this failure
mode is quite local, consisting of dimensions that compare to the kinked region. The process that
defines the development of this failure mode usually involves the reduction of lateral support for
the microbuckling element (i.e., the development of microcracks in matrix materials, local time-
dependent deformations, etc). In general, changes in local stress state tend to be the process that
brings about this failure mode.

Global Instability

"Global" is to be interpreted here as at a scale compared to laminate thickness or other
laminate dimensions. There are three general subjects within this classification:

* Global stability of defects (e.g., macrocracks under tensile loading).
* Stability in the classical buckling sense.
• Macrocrack stability, which is a well-developed and widely discussed topic with ample

literature for the applications community.

There appears to be a limited number of applied situations in which this type of situation
determines the life of a component. However, for predominately tensile loading of very thick
laminates made from notch-sensitive material serving in the presence of high-stress
concentrations, it is possible for a predominant macrodefect to form and grow until stability
controls final failure. For those conditions where the size of a cracklike flaw is large compared to
the microstructural dimensions of the composite (e.g., to the ply thickness), continuum fracture
mechanics techniques are applicable. With the further assumption of small-scale inelasticity at the
tip of the flaw, linear elastic fracture mechanics techniques consisting of the strain energy release



36

rate (or, equivalently in this case, the J integral) or the stress intensity factor can be used with
success to represent the phenomenon of flaw growth or at least to estimate flaw instability.

The subject of buckling is also widely discussed and very well developed, and is one of the
most sophisticated analytical areas associated with failure. However, the complexity of damage
development and other nonlinear effects has not been fully integrated into this field. Indeed,
there has been little discussion of the effect of the reduction of stiffness on the subsequent
stability of structures at the global level. Considering the number of stiffness-critical designs in
which composites typically are applied, this deficiency is surprising.

The unit of material to be considered for the global instability types discussed above
differs greatly, as one would expect. In the case of the instability of dominant defects, a local
material unit must be considered; for global stability considerations, the geometry and properties
of a large structural element are usually modeled. These selections are well documented and
thoroughly discussed in the literature.

COMMON FEATURES OF LIFE PREDICTION METHODOLOGY

Life prediction methodology is formulated based on the details of the failure modes
discussed above (or others as appropriate). The formulations involve various disciplines, scales of
consideration (associated with the unit of material to be modeled), and procedures as necessary.
However, there are three generic aspects to the models and modeling approaches. First, the
appropriate state of stress must be determined. The geometric level at which this state of stress is
analyzed is determined by the scale of the unit of material discussed in the failure mode
descriptions mentioned above. In some cases, such as tensile failure of fiber bundles,
micromechanics considerations may be appropriate. In other cases, such as macrobuckling, the
proper boundary value problem may involve the total dimensions of the engineering component.
There are at least two dangers to be avoided in this selection process. The first is that unnecessary
complexity will be added to the problem by improper choice of the material unit to be modeled,
so that the problem becomes intractable. It is not appropriate, in general, to attempt to model the
geometry and interactions of all possible matrix cracks in a laminate on an individual and
combined basis, for example. However, it may be appropriate to take a representative matrix
crack or group of cracks or an assemblage of matrix cracks, delamination, and fiber failures that
are representative of the total fracture process for analysis. The second danger is to set the
problem at a level that ignores the mechanical and physical mechanisms that are responsible for
the final failure process and thereby to construct an analysis that is insensitive to the parameters
and details that control the damage accumulation and failure process and ultimately the life of the
component being described. From the standpoint of the current state of the art, this may be the
most common mistake in attempting to establish a life prediction methodology.

The second general feature of a generic modeling approach is determination of the state of
the material. Again, it is essential to choose the material element or unit correctly, as discussed
above. The evolution of properties as a function of service life or loading history must be
determined under the conditions of interest. This may require considerable modeling effort if
mechanistic representations are to be established, so that rational extensions can be made without
extensive laboratory testing and evaluation.

The final general feature of life prediction models concerns margins. For a given
application and with full knowledge of the statistics of property and performance distributions for
a given material system, it is necessary to establish a life prediction methodology that is sensitive
to the accuracy and confidence required for engineering calculations in the context of material

t
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variabilities. This is a demanding task, not only in the analytical sense, but especially in the
experimental sense since extensive data are required to establish the limits on material variability.

CURRENT PRACTICES

Damage Characterization

The damage accumulation mechanisms and life prediction approach have been distilled
from a large body of experimental data on small coupons and elements. The damage accumulation
process has been studied using a combination of techniques, with the most useful data being
provided by penetrant-enhanced x-ray radiography (Sendeckyj, 1983; Rummel et al., 1980) and
deplying (Freeman, 1981). As a result, a consistent picture of the damage accumulation process is
now emerging. Nevertheless, these techniques are not being used universally. Considerable
reliance is still being placed on nondestructive inspection (NDI) techniques that do not have the
necessary resolution to provide useful data. The typical justification for this is that NDI tools
which can be used for field and manufacturing inspections will provide data that will be used by
industry, and the damage documentation data should be consistent with this. This has led to some
amazing statements, such as "impact damage does not grow under severe cyclic loading" and
"fatigue failure is a sudden death phenomenon." What is actually happening is that the improper
damage documentation tools are not providing information about the actual damage growth.

The situation is further complicated by local phenomena that occur at free edges. In
narrow specimens, the edge damage propagates rapidly across the specimen width, and this is
often misinterpreted as the true situation for a composite structure. It has been well documented
not to be the case. The edge phenomena are restricted to the narrow region near the edges of the
specimen. This specimen width effect has been disregarded by many researchers.

Finally, most damage characterization efforts have been conducted using
constant-amplitude loading and, without exception, all government agencies that certify high-
performance structure demand simulated service testing that is based on random-amplitude
testing. It is possible that a random-load history will develop damage states distinct from damage
induced by constant-amplitude testing.

Initiation Models

Initiation and accumulation of matrix cracking in model composite laminates have been
studied extensively. These studies have shown that the strain at initiation of matrix cracking is
strongly influenced by ply thickness and toughness of the matrix material under both static and
cyclic loading. The number of matrix cracks increases monotonically with increasing load or load
cycles until a characteristic damage state develops. Final failure may be governed by the strength
of the zero degree plies or by ply debonding. This process has been successfully modeled using
linear fracture mechanics (Chou et al., 1982; Wang et al., 1984, 1985) and simplified mechanics
models (Bailey et al., 1979; Highsmith and Reifsnider, 1982, 1986; Dvorak et al., 1985). The
models represent the dispersed nature of the matrix cracks. The extension of these models to
laminates with practical stacking sequences is complex, and little progress is being made in this
direction. These results have a major implication on the design of structural laminates; namely,
the threshold strain at which saturation cracking occurs is inversely proportional to ply thickness.
For laminates typical of current designs, a ply thickness consistent with desired strain allowables is
below desired thickness for fabrication. At a minimum, like plies should not be grouped together
if the design is based on a first ply failure consideration. Alternative thinner plies should be
considered for very high performance applications.
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Delamination Modeling

It is well established that delaminations initiate at stress concentrations (such as free edges,
matrix cracks, and impact damage sites) and that their growth can be modeled successfully using
classical self-similar crack growth concepts (Wilkins, 1981, 1983b; Russell, 1982; Wilkins et al.,
1982; O'Brien et al., 1985, 1988; Martin and Murri, 1988). In brittle matrix composites, the
delamination growth rate has a much higher exponent than the crack growth rate in metals. It is
also much higher than in tough matrix composites. Effective growth rate is shifted downward
without an exponent change by absorbed moisture, test temperature, porosity, and intraply matrix
damage for prudently chosen materials.

As a result, even though the mode is more fatigue resistant than monolithic metals, the
current design practice for resin matrix composites is to avoid the occurrence of delamination
growth by proper static design (including the restriction of design allowables). In situations where
this is not done, an otherwise highly fatigue resistant design can be life limited. Problemrs with
delamination normally occur when major out-of-plane loads are missed or improperly treated
during the static design. While successful for brittle matrix composites, this design approach has
not been validated for tough matrix composites, and slow delamination growth is of current
concern. Current emphasis is on avoiding the delamination growth problem by using out-of-plane
reinforcement (such as stitching, stapling, and braiding).

Simulation Models

There have been a number of successful simulations of the damage accumulation process
in structural laminates. They require the analysis of representative damage states occurring during
the damage accumulation process, within the representative volume that is defined by the failure
mode to be modeled. This has been done using the finite element, finite difference, variational,
and shear lag methods.

Two basic damage growth simulation approaches have been used. In the first, the plies are
assumed to have a distribution of latent cracks parallel to the reinforcing fibers (Chou et al., 1982;
Wang et al., 1984, 1985). The formation of macromatrix cracks is modeled using the Monte Carlo
method in conjunction with stress analyses of matrix crack growth. The initiation and
accumulation of matrix cracks in model laminates with different thickness have been successfully
modeled using this approach. The model has been extended to include the interaction of
perpendicular matrix cracks and the initiation and growth of delaminations from matrix cracks.
Final failure of the model laminates has not been predicted to date.

In the second approach, representative damage states are analyzed and used as input to a
critical element fatigue model. The model is based on the following assumptions:

a Fatigue behavior of the laminate is governed by the fatigue behavior of a critical
element. Fatigue of the critical element is governed by a residual strength degradation fatigue
model of the type discussed in the next section.

n Matrix cracking and delamination affect the loading on the critical element.

This model has been used successfully to model the fatigue life and residual strength of
structural laminates (Reifsnider and Highsmith, 1981a; Reifsnider, 1982, 1986; Liechti et al., 1982;
Miller et al., 1984, 1985; Reifsnider and Stinchcomb, 1986; Stinchcomb and Reifsnider, 1986).
Alternate representations of the model geometry may be desirable. The representative volume
elements may be portions of the plies, portions of the laminate, or portions of sublaminates, etc.
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Such an approach allows, in concept, the use of stochastic variables to define local material
properties and microstructural characteristics. However, such studies have not been performed.

Residual Strength and Stiffness Degradation

The residual strength degradation fatigue models (Halpin et al., 1972; Wolff and Lemon,
1972; Jerina and Johnson, 1973; Hahn and Kim, 1975; Yang, 1977, 1978; Yang and Liu, 1977;
Yang and Jones, 1978, 1980a, 1980b, 1981, 1982; Yang and Sun, 1980; Yang et al., 1980;
Sendeckyj, 1981, in press; Yang and Cole, 1982; Whitney, 1983) currently used are based on the
following two hypotheses:

0 Instantaneous residual strength is related to cyclic loading by a deterministic equation
(defining a residual strength degradation damage metric). The form of this equation is taken to
simplify its integration and is consistent with the shape of both constant-amplitude and random-
amplitude S-N curves.

0 The initial static strength is Weibull distributed. The assumption is made to simplify
the derivations.

Based on these two hypotheses, statistically rigorous fatigue models that do a reasonable
job of fitting S-N data have been derived. Because of the assumed damage metric, these models
can be used to predict fatigue life under two-stage and spectrum fatigue loading by integrating
cycle by cycle the governing damage metric equation. Recent statistically rigorous testing of this
class of fatigue models has shown that they underpredict the scatter in the fatigue lives and
residual strength (Sendeckyj, in press). Recently, Yang et al. (in press) proposed that the
parameters in the residual strength degradation equation should be random variables along the
lines used in stochastic fatigue growth for metals. They developed such a fatigue model for
composites. Based on limited theory-experimental comparisons, the stochastic residual strength
degradation fatigue theory seems to properly correlate the scatter in the fatigue lives and residual
strength. The aforementioned residual strength degradation fatigue models have the drawback of
requiring extensive experimental characterization of each composite laminate considered for a
particular application. In an attempt to overcome this drawback, various generalizations of these
fatigue models have been proposed. These include the critical element fatigue model, discussed in
the previous section, and a stiffness degradation fatigue model. The latter is based on the
following hypotheses:

0 The laminate contains a critical element the failure of which causes laminate failure.
For fiber-dominated laminates under tension-tension fatigue loading, the critical element is the 00
lamina.

m The remaining laminae in the laminate are not critical since their failure does not
precipitate laminate failure, but rather influences the loading on the critical element. Their effect
is modeled by assuming that the fatigue behavior of the laminate is governed by a stiffness
degradation damage metric. As the laminate stiffness degrades, the magnitude of the cyclic loads
on the critical element increases.

n The fatigue behavior of the critical and noncritical elements is governed by a residual
strength degradation fatigue model.

This class of fatigue models reduces the required amount of experimental characterization.
Only the fatigue behavior of the 00, 90°, and ±450 sublaminates is required for predicting the
fatigue behavior of all the laminates containing combinations of these sublaminates. This type of
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fatigue model has been tested using an assumed (Sendeckyj, in press) and experimentally
measured (Rotem and Nelson, in press) stiffness degradation rate, and it has been shown to
correlate experimentally observed trends. The stiffness-degradation-based fatigue models have
not been thoroughly validated to date. Nevertheless, they are very promising and imply the
possibility of nondestructively determining incipient fatigue failure (Rotem, 1989; Rotem and
Nelson, in press).

Continuum Damage Models

Kachanov's continuum damage theory (Kachanov, 1986) has recently been extended to
modeling the behavior of composite laminates under static and fatigue loading (Talreja, 1985;
Allen et al., 1987a, 1987b, 1987c, 1988; Harris et al., 1988, 1989). In these extensions, the
equations of state and constitutive relationships governing the behavior of the composite laminate
are assumed to depend on internal state variables in addition to the independent variables. The
internal state variables are used to model the consequences of sublaminate damage on a continuum
level (i.e., the sublaminate damage is spread out locally and modeled by including additional terms
in the constitutive relationships and equations of state). Growth of the internal state variables is
assumed to be governed by evolution equations (first-order partial differential equations defining
the rate of change of the internal state variables). Based on limited published results, formulation
of continuum damage fatigue theories for composite laminates looks very promising.

Cumulative Damage Theories

Three basic types of cumulative damage theories have been proposed for predicting two-
stage and spectrum fatigue behavior of composite materials. The first type consists of extensions
of the Miner-Palgrem cumulative damage theory for metals fatigue (Miner, 1945; Hofer and
Olsen, 1967; Fehrle et al., 1972; Hashin and Rotem, 1978). The second type is derived by
cycle-by-cycle integration of the damage metrics in the residual strength degradation-based
fatigue theories and their various extensions (Yang et al., 1980; Yang and Jones, 1980a, 1980b,
1981; Sendeckyj, in press). These theories are internally consistent with the underlying fatigue
models.

The last type of cumulative damage theory is based on careful experimental observation
and simulation of sublaminate damage accumulation (Chou et al., 1982; Wang et al., 1984, 1985).
These theories provide good models of damage accumulation during amplitude, two-stage, and
even spectrum fatigue loading. Their only weakness is the lack of a laminate failure criterion for
tension-tension fatigue loading. For tension-compression and compression-compression fatigue
loading, laminate or sublaminate buckling can be used as a failure criterion. As a result, they
cannot predict final failure of the laminate subjected to random cyclic loading. Without adequate
cumulative damage models, the direct applicability of constant-amplitude laboratory data to
structure is in doubt. However, random loading processes have been shown to map in a log linear
root-mean-square stress-endurance sense, yielding an expedient characterization technique for
today and a strong hint that the mechanistically based damage models could produce usable
results.

Applications

The current practice is to apply the residual-strength-based fatigue models to set the
spectrum load levels in structural life verification testing and not to perform fatigue design. The
shape of the spectrally driven S-N curve for critical structural elements is experimentally
characterized using a magnified design fatigue loading spectra. The experimental data are
analyzed using a residual strength degradation fatigue model to determine a B-basis S-N curve.
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This S-N curve is then used to set either the fatigue spectrum load magnification factor to give a
reasonable expected fatigue life for the full-scale test article or a minimum static load that the
full-scale test article must survive. If a fatigue test is performed, the full-scale test article is
tested using the magnified fatigue spectrum for a predetermined time, usually one or two
simulated lifetimes. If the full-scale test article survives this fatigue test, it is concluded that the
full-scale structure has been properly designed for fatigue. This approach is fraught with danger,
since the more severe spectrum loading may cause fatigue failure of metallic components of the
structure. In most cases, the fact that the full-scale test article exceeds the minimum static
strength is used as additional evidence that the full-scale structure has been properly designed for
fatigue.

SUMMARY

The current state of the art for structural materials and elements defines several issues that
require special attention. Current engineering practice at the laminate-element level consists of
the experimental S-N characterization for elements such as coupons to establish life versus cyclic
load level relationships that are used to avoid fatigue-related degradation and failure. Since
composite materials are, in general, so resistant to fatigue degradation, many successful designs
have been created with this approach. This policy of avoidance does not address the physical
phenomenon of fatigue, however, and cannot address the opportunities for efficiency
improvement offered by an understanding of the physical fatigue behavior.

Issue: There does not presently exist any widely accepted approach to lifetime (or
residual property) prediction at the structural material or element level. This is a
current research area. Mechanistic models and data are needed that include proper
representations of service environment effects such as multidimensional stress
states, temperature, loading rate, scale, and other factors required by the
representative volume element and the corresponding physical process defined by
the appropriate failure mode.

Many experimental techniques are available for the detection and characterization of the
details of the physical processes associated with fatigue damage development in composite
elements. Penetrant-enhanced stereo x-ray radiography, deply methods coupled with scanning
microscopes of various types, replications, thermal methods, and other techniques are available.
Many of the processes have been investigated, and damage and failure modes have been
characterized. The complexity of composite materials and elements causes different damage and
failure modes to control residual strength and remaining life under different applied conditions.
Hence, it is essential to base characterization and modeling on a sound knowledge and
understanding of the operable modes of damage and failure. For example, small (especially
narrow and thin) laboratory specimens may be dominated by edge delamination that is unrelated
to structural failure modes.

Issue: Much current modeling and testing practice is not generally based on
specific knowledge and representation of the physical process or processes that
cause property loss and limit life. State-of-the-art experimental methods for the
detection and characterization of damage and failure modes such as stereo x-ray
radiography, CT scan methods, and thermal techniques are often not available to
the applied community or are not used. In many cases, firmly established
interpretation methods for newly developed experimental methods are not
available. In most cases, the precise details of the microprocesses that control life
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are incompletely or erroneously established. Interactions between different
damage and failure modes are rarely considered. However, life prediction (or
remaining strength prediction) methods that are not firmly based on the analysis
and behavior of representative volume elements properly defined by failure modes
are severely limited in their generality and ability.

Current practice uses statistical methods to characterize experimental data and to model
fatigue behavior, as discussed earlier. The use of statistics in association with life prediction and
characterization is extensive and essential. Allowables for static design are based on firmly
established statistical methods. Statistical interpretation of fatigue data, at the phenomological
level, is widely discussed. However, needs and opportunities also exist in that technical area.

Issue: The statistical nature of fatigue processes and the response of composite
materials are not properly or completely represented. Relationships between the
statistical behavior of constituent materials and element behavior have not been
firmly established. Current model validation methods are generally not firmly
grounded on statistical principles. Statistically based fatigue life models are
generally not sensitive to details of fatigue damage and failure modes; such models
must be calibrated with extensive (and costly) experimental data for all cases of
interest. It would be preferable to incorporate statistical representations into
mechanistic models that can be extended and extrapolated to unfamiliar
circumstances.

Very little life prediction as such is currently attempted in the structural design
community. Predicting crack length as a function of cycles of loading is often not appropriate for
composites in which many damage events accumulate to control remaining strength and life. In
those cases, such as delamination growth, where self-similar crack growth life prediction methods
may be appropriate, the slopes of the growth rate curves are generally so high that the accuracy of
predictions based on laboratory characterizations is often nebulous. Consequently, current life
prediction methods often revert to avoidance procedures, as mentioned earlier. In the technical
sense, it is difficult to define life, since many different physical processes may be involved. It is
more rigorous to define properties such as strength or stiffness than to attempt to define a unique
material or component life characteristic in terms of the number of cycles (or time) to failure in
the classical sense used in such typical methods as Miner's rule. In fact, life can be defined by the
coincidence of remaining strength and applied stress or strain, and the remaining strength can be
evaluated based on specific knowledge of damage and failure models and analysis, as discussed
earlier. This approach appears to offer a very good opportunity for progress in this area.

Issue: Current modeling and philosophy focus on life prediction, which is a poorly
defined technical problem. Life is more properly defined by changes in such
properties as strength or stiffness. Property changes can be interpreted by
performance simulation models that relate such changes to life, reliability, and
other performance characteristics.

!i,
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STRUCTURAL RESPONSE AND DESIGN PRACTICE

Aircraft structures can be divided into two categories: fixed wing and rotating component
vehicles. Fixed wing designs can be further subdivided into highly loaded structures (e.g.,
military fighters, military transports, commercial transports) and lightly loaded structures (e.g.,
private aviation). Pressure vessels are also commonly used as aircraft structural components.
These tension-loaded structures are an important special case and are also discussed in this
chapter.

Compression failure is the primary mode of concern for structures made of composite
materials both for fixed wing aircraft and the nonrotating portions of helicopters. Tension failure
modes are of primary concern in helicopter rotary structure because tension loads predominate in
safety critical rotating components.

The methodologies used to ensure safety of flight and economic durability depend on the
type and magnitude of the structural load condition in which potential failure is likely to occur.
Therefore, design practices differ for the three classes of aircraft and for pressure vessels. This
chapter considers the structural load environment, the associated structural response, and the
different strength and life prediction and verification methodologies used in the three classes of
aircraft design.

STRUCTURAL LOADING ENVIRONMENT

Structural components made of composite materials experience a complex loading
environment consisting of mechanical loads and chemical and thermal "loads". During service life,
the properties of the polymer matrix material may change slightly with time. Therefore, the
response of the structure to the load and chemical environment may vary with time. The load
environment experienced by structural components in the different classes of aircraft also is
considerably different.

Fixed Wing Environment

Structural components designed for fixed wing aircraft are well known to experience a
complex loading environment. Besides the normal air pressure and vehicle maneuver loads, the
designer must also consider vibration loads. Multiple directional loading is normally in membrane
directions, but unforeseen out-of-plane loads often are more severe because polymeric composites
are inherently weak in that direction. While potential fatigue failures in tension-loaded surfaces
are of concern, the primary problem areas are the compression-loaded surfaces. The maximum
number of fatigue loading cycles is generally considered to be in the range of 106.

43
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Rotating Component Load Environment

Helicopters are rightfully called "expensive fatigue machines". Significant in-plane and
out-of-plane forces occur with every rotation of every blade. These forces are due to both
aerodynamic pressures and gyroscopic forces since the rotor does not always rotate in a plane
normal to the mast. A primary design task is to attempt to isolate the vibratory forces from the
vehicle's crew and passengers. Nodal beams, inertia dampers, and vibrating pendulums
successfully protect people; however, they generally do not reduce local loads. The oscillatory
stresses resulting from these vibratory forces are large relative to the mean stress. Thus, these
forces dominate the fatigue loading spectrum. The number of cycles per hour is also high--above
l0s.

A second area where the rotary wing loading environment differs from the fixed wing
loading environment is a result of material application. Rotor and dynamic components are good
choices for being manufactured of polymeric composite materials because many attractive and
benign, but visible, failure modes occur in composites loaded in tension. However, these
components experience large axial loads coupled with high out-of-plane loads. The out-of-plane
loads are reacted largely by the matrix. Since theoretical analysis techniques relating interlaminar
stress with laminate coupling and free edge stress are just evolving to the practical design level,
design practices in this area are largely empirical. Often, the analysis is completed after the
failure modes are revealed during component tests.

Pressure Vessel Load Environment

Pressure containment structures include a large variety of structures such as pipes, tubes,
and tanks. Their load environment usually is entirely tension load dominated with all primary
loads being membrane loads. Pressure vessels must sustain both static loads and cyclic loads,
generally much fewer than 106 cycles. Environmental operating conditions may be severe. Pipes
made of composite materials may contain gases or fluids that can be toxic or corrosive to the liner
often used in such pipes.

Combined "Loads"

In the context used here, combined "loading" means the combination of mechanical loading
and the thermal and chemical environments to which the vehicle is exposed. Polymer matrix
material properties may continue to change slightly during service. In addition, polymer matrix
materials, to a greater or lesser extent, change because of the external thermal, chemical, and
electromagnetic environments. Polymers change with time because they absorb moisture and
ultraviolet radiation and react with chemical solvents. The effects of these often complex changes
and interactions must be accounted for when designing composite components to meet desired
strength and life.

STRUCTURAL RESPONSE

When considering structural response, a primary difference between composites and metals
must be kept in mind. Metals are inherently ductile, which permits yielding at points of stress
concentration. This is beneficial during static loading, but repetitive yielding is damaging during
fatigue loading. Composite materials are inherently brittle and fail under static loading at points
of stress concentration. However, progressive microcracking of the matrix at points of stress
concentration occurs during fatigue loading, causing redistribution of the load, reduction of the
effective stress concentration, and an increase in residual strength. Matrix failure can grow to a

I
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size that causes failure, but this is not the general case. For this reason, it is generally true that if
the composite component passes the static strength requirements, it will exceed its fatigue loading
requirements.

Failure Criteria

Failure is traditionally defined as either the inability to sustain load or as an unacceptable
loss in stiffness. Metal structures generally fail to sustain increased load prior to significant loss in
stiffness. Generally, there is no outward evidence of damage other than buckling prior to failure.
While glass composite structures may show significant loss in stiffness prior to rupture, carbon
composite structures generally do not. Under fatigue loading, both glass and carbon composite
structures exhibit visible damage in terms of surface cracking or matrix crazing and show
ultrasonic evidence of internal delamination, all prior to a significant loss in strength.

Analysis of metal structures assumes a damage tolerance philosophy with a crack assumed
to exist in the most critical area. The crack size is assumed to be the largest that has a probability
of not being detected during manufacturing. The material and operating stress levels must be
chosen such that the critical crack length is detectable during inspection prior to becoming
critical. This approach encourages selection of materials that demonstrate superior toughness. A
similar design philosophy is appropriate for composite materials except that the critical flaw size
usually is so large that subcritical flaws are not emotionally tolerated. Delamination, surface
crazing, and surface splitting can exceed limits of prudent consideration without significant loss
of strength or stiffness of the component.

Testing of the dynamic components of helicopters (i.e., grip, spindle, rotor blade, and hub)
dramatically demonstrates this point. The damage tolerance criteria for composite structures must
define the prudent limits of damage without the usual constraint of eminent rupture. It is
insufficient to establish composite material behavior in terms of stiffness and rupture strength.
Fracture toughness and knowledge of the occurrence of microcracking and delamination are
required. Composite structures fail under monotonic load as a result of buckling or cracking,
delamination, and rupture due to a local stress riser or discontinuity. Composite structures fail in
fatigue due to sublaminate buckling, loss of stiffness, or strain concentration in the load-carrying
fibers resulting from the cumulative effect of microcracking and delamination. Fatigue-loading-
induced damage, in terms of microcracking and delamination, often is evident long before loss of
strength or stiffness is significant. This is a most desirable characteristic for aircraft structure
because it enables meaningful periodic inspection. However, damage state, defined structurally
rather than in terms of crack length and rupture, now must be used to define component life and
material performance.

Failure Observables

The relatively small number of unique composite material damage states and set specific
methods to identify those damage states in composite structure were reviewed in Chapter 5. The
heuristic knowledge of the relationship of damage state to structural performance metrics, such as
strength, stiffness, and functional integrity of composite structure has been fundamental to
formulation of design approaches. Because of extensive experience with component and full-scale
structure test data in the design community, knowledge of many of the more subtle failure
processes was acquired before adequate analysis emerged.

The damage states observed in laboratory test, qualification test, and service form a basis
for the design practices that have evolved. Evidence of damage, such as noise and stiffness loss,
has been observed in test, and although study of these phenomena has resulted in a reasonable
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degree of understanding, such data are not easily used for monitoring damage growth in actual
structures.

DESIGN APPROACHES

Design approaches for nonrotating, rotating, and pressure vessel components are
considerably different. Awareness of these approaches is important for understanding the state of
the art of present static strength, stiffness, and life prediction methodologies. For general-
aviation aircraft, aerodynamic requirements produce deep structural sections for which the
structural load intensities are much lower than encountered in commercial transports and military
vehicles. Because of the low structural load intensity, general-aviation aircraft wing and fuselage
components tend to be thin inner and outer composite surfaces separated by foam or honeycomb
core stiffening. Stringers, longerons, and bulkheads are used as stiffeners and for load transfer.
Sometimes, such as in the Voyager, wing structure is quite nonhomogeneous. The Voyager's wing
design consists of high-percentage 00-ply spar caps connected by a + and -45* ply-dominated,
shear-carrying skin. In commercial and military vehicles, not only are loading intensity and
loading rates much higher, but fuselage and wing structures are usually internally pressurized.
Therefore, wing and fuselage components tend to be designed as highly loaded, homogeneous
skins although again stiffened by stringers, longerons, and bulkheads.

A combination of design approach errors has resulted in microcracking becoming a
significant problem in composite structures. These errors include the zeal of materials engineers
to demonstrate higher unidirectional properties through minimum resin content, manufacturer's
desire to reduce costs by using thicker plies and grouping similar plies together, and overriding
"first-ply failure" during computation of laminate strength. All of these actions contribute to low
resistance to microcracking (Schutz and Gerhatz, 1977; Parvizi et al., 1978; Lagace and Nolet,
1986).

Such structures as helicopter or tilt rotor hubs, spindles, and rotor grips as well as the
space shuttle's solid rocket motor case possess thick laminates, where layers of material of the
same fiber orientation are placed contiguously because of manufacturing economy or machinery
and process limitations. These thick layers possess low tolerance to transverse strain, whether due
to applied load, temperature change, or shear strain due to local deformation caused by impact.
Each of these parts has experienced excessive microcracking, which has forced redesign. The first
direction in redesign is to reduce the number of contiguous plies of the same orientation. When
this route is exhausted, a layer of adhesive is often added at the interface between the thick layers
and the adjacent plies. Although these approaches offer significant improvement, they must be
considered a "fix" after design. As such, they are less effective than they might be if adequate
analysis methods had existed for their consideration in initial design.

Probably the most challenging problem when designing with a brittle material is loss of
structural efficiency due to attachments. The most efficient design is one where major load
transfer is accomplished within a single laminate. Shell construction uses shaping of a single
laminate to meet both functional and structural objectives. Mechanical joints should be either
nonexistent or treated very conservatively. Composites are finding application in the construction
industry in large cooling towers and corrosion-resistant or electrically transparent buildings. These
applications exploit the ability to mold large complex structures and to separate the bending
material from the shear material. Mechanical attachment, when required, is confined within the
shear material.
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Figure 6.1 illustrates one design solution for the elimination of joints. This is a typical
beam member, but is as unique to composites as the "I" beam is to metal. First, it is a single
laminate that can be assembled on a simple tool. Second, the same laminate contains both tension
and compression beam caps together with the shear web. The concept is already proven whether
applied to a stiffener, ring frame, or a wing box. A second design solution is to blend functional
features with structural requirements through molding. Figure 6.2 illustrates a section of a
fuselage wherein the conventional terms skin, bulkhead, and longeron are mixed with shelf and
equipment box, losing their identity together with the strain concentration and weight of their
individual attachment requirements. There are general guidelines for designing and
ma:ufacturing components of composite materials. A good design is one that delays the onset of
microcracking in both strain level and cyclic life rather than "conservatively" accepting poor
performance of pseudoisotropic laminates that are homogeneous across their width. The following
points summarize one effective design approach. First, design structures with laminates
possessing a high percentage of 00 plies for axial or bending loads and separate these members by
laminates of all ±450 plies for shear loads. The ±450 laminate offers a degree of damage
containment to the 0* members while possessing a high degree of damage tolerance. Second, the
00 plies should not exceed 60 percent, and the angle plies should be interspersed so that plies of
the same orientation are never together. Third, fasteners should not be installed in laminates
containing a high percentage of 00 plies. Attachment holes should be placed in all ±450 laminates
where possible. Fourth, the ability of continuous 00 plies to carry axial load and their need to be
straight should be exploited. At intersections of axial members, such as rotor hubs or at the
corners of large cutouts, material, either angle plies or cut zero plies, should not be added to form
a radius. Corner radii are good practice in metals and bad practice in composites. In composites,
strength decreases with increasing radius. The load in cut fibers aligned with the principal load
must be distributed to the uncut fibers in the same manner as at a major cutout in a tension field
web. Fifth, designs prone to fail in peel should be avoided. The flexure capability of the
laminate should be utilized to offer compliance and to mitigate out-of-plane loads. Sixth, the low
transverse shear stiffness and strength should be accounted for when considering out-of-plane
loads. It should be remembered that time under load is significant because this property is matrix
dependent. Impact loads, whether from dropped objects or rapidly tightened fasteners in joints
containing gaps, can cause local shear microcracking, whereas a more gentle loading with the same
resulting deformation may not. Seventh, laminates should be selected from lamination patterns
that do not result in significant strain transverse to the major load directions. Generally, plies
perpendicular to major loads are not required and should be avoided.

Composite pressure vessels are generally fabricated using the filament winding technique.
They can be lined or unlined. Lined vessels are designed for chemical handling or are used as
high-efficiency, high-pressure containers for fluids. Unlined vessels broadly include a variety of
pipes, tubes, and tanks. Under fatigue or sustained static loads lower than the ultimate failure
pressure, unlined vessels usually have the resin-controlled failure mode of either leaking or
"weeping" caused by either fiber-matrix bond failure or matrix microcracking. These vessels
usually are not designed for minimum weight, but only to prevent the resin-controlled failure
condition. Metal-lined, high-pressure vessels used in military and aerospace applications usually
are made with a high-performance fiber in an epoxy matrix. Such vessels experience much higher
stress levels than unlined vessels. The mode of failure of lined vessels under long-term loading
usually is fiber controlled and catastrophic. This is particularly true for vessels containing
high-pressure gases. Catastrophic failure must, of course, be avoided. The design approach for
assuring the required service lifetime is mostly based on strength. Typically, a safety factor of
two or more is applied to the vessel's static burst pressure. Safety factors are selected based on
experience and published lifetime data, when available.
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LIFE PREDICTION METHODOLOGY

The aerospace engineering community has evolved practical, although not rigorous,
procedures for demonstrating adequate service life for structures made of composite materials
(Lauraitis et al., 1981; Horton and Whitehead, 1988; O'Brien, 1988; O'Brien et al., 1988).
Currently there are three application-specific approaches: military, civil aviation, and rotorcraft.
Although the specifics of each approach differ, they have two principles in common. First, due to
uncertainties in the translation of coupon data to components, service life is demonstrated at the
component level. Second, the large scatter in fatigue life is addressed by increasing the spectrum
load level such that, typically, testing for two lifetimes becomes statistically significant. Damage
tolerance criteria that reflect the potential of catastrophic failure in compression constrain most
aircraft design. As a result, adequate service life may not be, so far, a critical issue for many
structural components made of composites.

The civil aviation industry, under the direction of the Federal Aviation Administration,
establishes life in terms of the strain number of cycles for a structure at the subcomponent level.
A scatter factor of two with a load amplification factor on the randomized load spectrum is used
at the subcomponent level. A sample of 30 specimens is used to establish the mean life that
together with two additional samples of five each at different load levels establishes the shape of
the life versus spectrum curve for the material and structural concept. These data are used to
establish the factor that when applied to the load spectrum demonstrates a structural life to the
desired confidence level when the full component is tested to two lifetimes. This same component
is tested to an additional two lifetimes with inflicted damage, but without the extra factor on load.
The full airframe is subjected to two lifetimes of spectrum loading without the extra load factor,
primarily to confirm the life of the noncomposite structure elements in the airframe.

The military aviation industry uses a similar approach at the subcomponent level to locate
and correct any fatigue-sensitive design features. Damage tolerance constraints generally preclude
use of fatigue-sensitive design concepts. Adequate life is demonstrated at the component level
through multiple tests where each component is subjected to two lifetimes of spectrum fatigue
without a factor on load and often with inflicted or simulated damage. If the component survives,
a second set of two lifetimes of spectrum load is applied, but with a factor on load. If the
component survives, the load factor is increased and another two lifetime blocks of loading are
applied. This process is repeated until failure is achieved, but failure is generally not in the
composite material.

Rotorcraft dynamic components are tension-dominated applications where the lack of
damage tolerance constraints results in more aggressive use of composite materials, resulting in
benign, but life-limiting failure modes. Simulation of inflicted or initial damage considered is not
applicable, partly because of the massive nature of the structure, but also because of the extreme
care exercised in practice by rotorcraft personnel on cyclically loaded structures. Adequate life is
demonstrated at the component level by testing to two lifetimes of spectrum loading with a load
factor to account for environmental effects and scatter. A successful replication of six
components is required to qualify the component. Benign failure in terms of matrix
microcracking and delamination is the rule; definition of an allowable damage size remains an
unresolved issue.

These three engineering certification approaches have been driven by the lack of a
definitive life prediction methodology. The need for cumulative damage procedures is obviated
by using simulated service load and environmental spectrum testing. The approaches neither

directly contribute to the design process nor provide a basis for understanding unexpected
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problems that may arise during service. Furthermore, they often result in an expensive evaluation
and demonstration process.

Demonstration of adequate service life sometimes is based on damage initiation and
growth data using fracture mechanics principles (Wilkins, 1983a, 1983b). This procedure is far
less commonly used than approaches based on static strength and experimental verification of
fatigue life. The damage growth analysis procedure has been considered to be too uncertain and
costly. In addition, the approach is often considered to be impractical because of difficulties in
accurately determining flaw growth models for a real damage condition in a structure; uncertainty
in the relationship between damage state and incremental damage growth; large slope in the
damage state versus incremental growth data results in small slope errors giving large errors in life
prediction; and large scatter in fatigue life that occurs at any stress, which can lead to early
failure. These concerns can be overcome, however (Wilkins, 1983a, 1983b). Although analytical
approaches to damage growth would save considerable cost in structural qualification, existing
procedures are not extensively used.

Fixed Wing Aircraft Components

The approach most commonly used to account for fatigue life in fixed wing aircraft is
based on static strength analysis. If static strength requirements are met, fatigue life requirements
are also assumed to be met. An extensive test and service data base for epoxy-matrix composite
materials supports this assumption. The reason for using the static strength approach is that the
cost of collecting damage growth data and developing fatigue analysis methods is large while their
value remains unproven. These cost considerations are a significant impediment to changing
design practices because reduction of vehicle cost is a major goal. They will remain an
impediment to change until other approaches are developed and proven to be technical and cost-
effective improvements. In this static design approach, no assumption is made that damage will
not develop or grow during service. However, damage growth is assumed to arrest, in a benign
manner, during the cyclic life. This is equivalent to saying that the spectrum stress-life fatigue
curve will show only run outs. Experimental data for brittle epoxy-matrix composites, the
materials most commonly used today, support this assumption. Damage arrest usually occurs in
these materials because stress and strain levels at the damage boundary decrease as the damage size
increases.

The strongest lesson learned for brittle epoxy-matrix composites is that conventional
laboratory coupon fatigue data may not directly apply to structures. There are three reasons for
this. First, failure modes that occur in a laboratory coupon are different from those that occur in
a structural component. Second, the strain levels at which coupon fatigue failure can occur often
are considerably higher than the maximum static strain level allowed in the structure. Third, the
analyses used for correlation were not based upon rigorous failure mode analysis (i.e., the effects
of damage and damage scale on structural response). Thus, coupon fatigue failures are not
considered important. This can, and does for many engineers, mean there is no general need for
fatigue life prediction analysis. This does not imply that collection of fatigue data is unnecessary.
Some limited, and often useful, correlations between coupon data and structural response can be
made given adequate failure mode correlation. Because of the first-order macroscopic coupling of
defect state with load and geometry, life prediction analysis must commence with the isolation of
the failure mode. The existence of a "geometry-independent material property" may be valid only
for the fiber tension failure process that has a very small characteristic dimension.

I
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Rotary Components

Fatigue life estimations for composite structures are currently calculated using Miner's
linear fatigue damage hypothesis. Life is determined by correlating the calculated loads data with
S-N curves in conjunction with frequency-of-occurrence spectrum. When component test data
are not available, published fatigue data, coupon test data, or fatigue test data for similar
components are used for fatigue life estimation. A Soderberg diagram correction for steady stress
is used where the component steady stress is significantly different from the coupon steady stress
or similar component steady stress. Where test results show evidence of more than one mode of
failure, the fatigue life of the component is calculated on the basis of each failure mode. The
lowest life is then considered applicable.

Pressure V'essels

Current life estimation methodology for metal-lined pressure vessels typically is a fairly
simple procedure. Experimental verification of life prediction methodology on pressure vessels is
expensive. This is because the vessel specimens themselves are expensive, the minimum number
of vessels required for a lifetime experiment can easily be over a hundred, and the time involved
for testing is in terms of years. Substantial work has been done on an aramid-epoxy and S-glass-
epoxy composite both on materials and small spherical and cylindrical vessels at the Lawrence
Livermore National Laboratory (Glaser et al., 1983, 1984). For engineering purposes, these data
are probably adequate to represent the two composite systems generally. In specific cases, limited
testing of a few vessels to spot-check against the published results may be necessary. For graphite
composites, much less data are published, even just on the fiber-matrix materials. However, the
need for extensive data comparable to the data on aramid-epoxy composites is debatable. This is
because graphite fibers are among the most inert and stable materials known. Furthermore,
available lifetime data on fiber-epoxy tows show that its life distribution is the broadest among
composites, indicating that it will be even more expensive to obtain data of statistical significance
than for the aramid and glass fiber composites.

OPPORTUNITIES AND ISSUES

Although not necessarily ineffective, the state of technological development of fatigue life
assurance procedures used in the aerospace industry is still somewhat primitive. The procedures
are largely empirically based, and there is concern that they are more costly than necessary. There
also is the nagging feeling that because of unknown failure modes, the industry may be in trouble
and not know it. Opportunities for improving life assurance procedures are summarized in this
section.

First, analysis techniques that, by failure process, relate coupon data to full-scale structure
need to be further developed. Much of the required analysis exists, but has not been well
documented and summarized. Such information would help avoid some of the necessity of testing
large structures. The stress distribution at damage regions redistributes as geometry scale
increases; this is one reason why coupon data do not relate to structure. Other examples of the
correlation problem between coupons and structure are: compression strain to failure after impact
of coupons is significantly lower than that for structural elements; fatigue life curves change slope
as coupon geometry changes; wide coupons fail at longer fatigue lives than narrow coupons
because edge-induced delamination stops growing; fatigue damage, which leads to failure, starts
in the center of large unnotched panels, not at the edge as in narrow coupons (Ryder and Walker,
1979; Ryder and Lauraitis, 1981). Because of these known interactions between defect state,
specimen scale, and incremental damage growth, simple geometry-independent, cycle-counting
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procedures such as those being used in the rotorcraft industry are known to be inadequate.
Simplified procedures need to be developed to account for spectrum effects on damage growth at
the preliminary design level.

Second, during the design process, damage containment is often built into the structure.
To accomplish damage containment efficiently during the design process, simple analytical models
are needed that allow prediction of whether damage will grow under static loads, understanding of
damage containment mechanisms, and prediction of lamination stacking sequences that give the
best stress state.

Third, the time-dependent properties of thermoplastic resin systems need to be studied.
The importance of these properties for long-life structures needs to be understood.

Fourth, understanding the stress rupture behavior of the composite material system
remains one of the keys to predicting the life of pressure vessels. Using fiber-matrix tow
specimens, statistically significant data can be obtained within reasonable cost. If, because the
tow specimen contains the entire process zone, stress rupture behavior can be considered a true
material property, then it should be independent of structural shape. This means that the large
expense required to obtain actual lifetime data on different structural types or sizes can be spared.
Life prediction under the same state of loading can thus be adequately based on stress rupture
data of the composite material system itself. Available experimental data on S-glass-epoxy and
aramid-epoxy systems verify this concept (Glaser et al., 1983). Life estimations based on data
from these two composite materials are more conservative for engineering design than that for
actual pressure vessels.
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